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MARATHON PIPELINE NOTES

CONTRACTOR TO NOTIFY MARATHON PIPELINE Drowing Number:

OPERATIONS SUPERVISOR SCOTT BURNETT @
(317) 291-9460 EXT: 1237
A MINIMUM OF 48 HOURS BEFORE ENTERING

INTO AND OR PERFORMING ANY WORK WITHIN

50° OF THE PIPELINE OR THE LIMITS AS

DEFINED BY THE 100' EASEMENT THAT Proiect Number-
EXTENDS ACROSS THE PARCEL. roject Numoer:

Cripe #040338-20800




SITE WORK GENERAL NOTES AND SPECIFICATIONS

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING, OR VERIFYING, THAT ALL PERMITS AND
APPROVALS ARE OBTAINED FROM THE RESPECTIVE CITY, COUNTY AND STATE AGENCIES PRIOR TO
MARATHON PIPELINE NOTES STARTING CONSTRUCTION.

CONTRACTOR TO NOTIFY MARATHON PIPELINE

6. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) STANDARDS FOR EXCAVATIONS. FINAL RULE
29 CFR PART 1926, SUBPART "P" APPLIES TO ALL EXCAVATIONS EXCEEDING FIVE (5) FEET IN DEPTH.
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7. EXCAVATIONS EXCEEDING TWENTY (20) FEET IN DEPTH REQUIRE THE DESIGN OF A TRENCH SAFETY
SYSTEM BY A REGISTERED PROFESSIONAL ENGINEER.

8. IT IS ESSENTIAL THAT THE WORK TO BE DONE IN CONJUNCTION WITH THIS PROJECT SHALL BE
INSTALLED ACCORDING TO THESE SPECIFICATIONS. THE ENGINEER WILL BE REQUIRED TO CERTIFY TO

CERTAIN PORTIONS OF THIS PROJECT UPON COMPLETION. THEREFORE, IT IS NECESSARY TO OBTAIN

APPROVAL AND ACCEPTANCE BY THE CITY THAT CONSTRUCTION WAS DONE IN COMPLIANCE WITH THESE
PLANS AND SPECIFICATIONS. SITE PLAN NOTES

1. ALL RADIl AND STREET DIMENSIONS SHALL BE MEASURED TO BACK OF CURB OR FACE OF INTEGRAL
CURB AND WALK. ALL DIMENSIONS TO THE BUILDING ARE TO THE OUTSIDE OF BUILDING FOUNDATION
WALL.

ALL PAVEMENT AND/OR CURB RADII TO BE FIVE (5) FOOT UNLESS OTHERWISE NOTED.

BEARINGS, DIMENSIONS AND EASEMENTS ARE SHOWN FOR REFERENCE ONLY. SEE RECORD SURVEYS
AND PLATS FOR EXACT INFORMATION.

SEE ARCHITECTURAL PLANS FOR DETAILS OF BUILDINGS AND BUILDING DIMENSIONS.

TEMPORARY TRAFFIC CONTROL DURING CONSTRUCTION TO CONFORM TO APPLICABLE LOCAL STANDARDS. 1}
SEE UTILITY PLAN FOR SANITARY AND STORM STRUCTURE LOCATIONS.

SEE SHEETS C601 THRU C604 FOR DETAILS REFERENCED. WESTFIELD WASHINGTON
ANY DISCREPANCIES OR CONFLICTS WHICH BECOME APPARENT BEFORE OR DURING CONSTRUCTION SHALL SCHOOLS

BE BROUGHT TO THE ATTENTION OF THE ENGINEER OF RECORD PRIOR TO CONSTRUCTION SO THAT

CLARIFICATION OR REDESIGN MAY OCCUR. 322 West Main Street
REFER TO SHEETS C205-C201 SITE DETAILS FOR ALL KEYNOTES REFERENCES.
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CONTRACTOR TO NOTIFY MARATHON PIPELINE
OPERATIONS SUPERVISOR SCOTT BURNETT @
(317) 291-9460 EXT: 1237

A MINIMUM OF 48 HOURS BEFORE ENTERING

INTO AND OR PERFORMING ANY WORK WITHIN
50' OF THE PIPELINE OR THE LIMITS AS
DEFINED BY THE 100' EASEMENT THAT
EXTENDS ACROSS THE PARCEL.
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SITE WORK GENERAL NOTES AND SPECIFICATIONS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING, OR VERIFYING, THAT ALL PERMITS AND
APPROVALS ARE OBTAINED FROM THE RESPECTIVE CITY, COUNTY AND STATE AGENCIES PRIOR TO

STARTING CONSTRUCTION.
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2. EXISTING UTILITY LOCATIONS ARE APPROXIMATE. THE CONTRACTOR IS TO DETERMINE AND FIELD VERIFY
ALL HORIZONTAL AND VERTICAL LOCATIONS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

3. IT SHALL BE THE CONTRACTORS RESPONSIBILITY FOR NOTIFICATION AND COORDINATION OF ALL
CONSTRUCTION WITH RESPECTIVE UTILITY COMPANIES.

4. IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER AND CONTRACTOR TO MAINTAIN QUALITY CONTROL
THROUGHOUT THE PROJECT; FAILURE TO DO SO MAY RESULT IN REMOVAL AND REPLACEMENT OF THE
DEFECTIVE WORK. IT IS RECOMMENDED THAT THE DEVELOPER HAVE A QUALIFIED INSPECTOR ON THE
JOB SITE AT ALL TIMES DURING CONSTRUCTION.

9. ALL QUANTITIES GIVEN ON THE PRINTS, VERBALLY OR IN THE SCOPE OF WORK SECTION ARE ESTIMATES
AND SHALL BE CONFIRMED BY THE BIDDING CONTRACTOR.

6. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) STANDARDS FOR EXCAVATIONS. FINAL RULE
29 CFR PART 1926, SUBPART "P" APPLIES TO ALL EXCAVATIONS EXCEEDING FIVE (5) FEET IN DEPTH.

7. EXCAVATIONS EXCEEDING TWENTY (20) FEET IN DEPTH REQUIRE THE DESIGN OF A TRENCH SAFETY
SYSTEM BY A REGISTERED PROFESSIONAL ENGINEER.

8. IT IS ESSENTIAL THAT THE WORK TO BE DONE IN CONJUNCTION WITH THIS PROJECT SHALL BE
INSTALLED ACCORDING TO THESE SPECIFICATIONS. THE ENGINEER WILL BE REQUIRED TO CERTIFY TO
CERTAIN PORTIONS OF THIS PROJECT UPON COMPLETION. THEREFORE, IT IS NECESSARY TO OBTAIN
APPROVAL AND ACCEPTANCE BY THE CITY THAT CONSTRUCTION WAS DONE IN COMPLIANCE WITH THESE
PLANS AND SPECIFICATIONS. SITE PLAN NOTES

1. ALL RADII AND STREET DIMENSIONS SHALL BE MEASURED TO BACK OF CURB OR FACE OF INTEGRAL
CURB AND WALK. ALL DIMENSIONS TO THE BUILDING ARE TO THE OUTSIDE OF BUILDING FOUNDATION
WALL.

2. ALL PAVEMENT AND/OR CURB RADII TO BE FIVE (5) FOOT UNLESS OTHERWISE NOTED.

3. BEARINGS, DIMENSIONS AND EASEMENTS ARE SHOWN FOR REFERENCE ONLY. SEE RECORD SURVEYS
AND PLATS FOR EXACT INFORMATION.

4. SEE ARCHITECTURAL PLANS FOR DETAILS OF BUILDINGS AND BUILDING DIMENSIONS.

5. TEMPORARY TRAFFIC CONTROL DURING CONSTRUCTION TO CONFORM TO APPLICABLE LOCAL STANDARDS.

6. SEE UTILITY PLAN FOR SANITARY AND STORM STRUCTURE LOCATIONS.

7. SEE SHEETS C601 THRU C604 FOR DETAILS REFERENCED.

8. ANY DISCREPANCIES OR CONFLICTS WHICH BECOME APPARENT BEFORE OR DURING CONSTRUCTION SHALL
BE BROUGHT TO THE ATTENTION OF THE ENGINEER OF RECORD PRIOR TO CONSTRUCTION SO THAT
CLARIFICATION OR REDESIGN MAY OCCUR.

9. REFER TO SHEETS C205-C201 SITE DETAILS FOR ALL KEYNOTES REFERENCES.
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4" PLEXITRAL FLASH POLY RESIN TRACK SURFACE AND MARKINGS ON ASPHALT PAVEMENT SECTION
FIELD TURF SUBBASE SECTION. REFER TO SPECIFICATIONS FOR SYNTHETIC TURF ALTERNATES.

GOAL PAK FOOTBALL/SOCCER GOAL SYSTEM WITH FOOTBALL GOALPOST PAD. CONTRACTOR TO
INCLUDE CUSTOM LETTERS AND GRAPHICS ON PAD.

CONCRETE CURB - EDGE OF SYNTHETIC TURF AND TRACK

CONCRETE CURB - EDGE OF SYNTHETIC TURF AND SAND PIT

6" COMPACTED NO 53. STONE SECTION RECESSED 2" BELOW ADJACENT CONCRETE

JUMP FORM SAND PIT WITH COVER LEDGES, SAND PIT COVER SET, AND SAND PIT

POLE VAULT CONCRETE PAD AND JUMP ZONE CHAMPION BRONZE POLE VAULT LANDING SYSTEM

NN N

PARKING BUMPERS. REUSE EXISTING PARKING BUMPERS THAT WERE REMOVED..

RELOCATE "NO PARKING” SIGNAGE WITH NEW POST AND FOUNDATION (INSTALLED BY OWNER)

PROPOSED TICKET BOOTH, DECORATIVE GATES AND ENTRY PORTAL (REFER TO ARCHITECTURAL PLANS)
PROPOSED PRESSBOX, ELEVATOR AND STAIRCASE (REFER TO ARCHITECTURAL PLANS)
PROPOSED RESTROOM AND CONCESSION (REFER TO ARCHITECTURAL PLANS)

ALUMINUM BLEACHER AND ASSOCIATED RAMP AND STAIRS (REFER TO ARCHITECTURAL PLANS)
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Scope Drawings:

These drawings indicate the general scope of the project
in terms of architectural and engineering design concept, the
dimensions of the building, the major architectural elements
and the type of structural, mechanical ond electrical systems.

The drawings do not necessorily indicate or describe all
work required for full performance and completion of the
requirements of the Contract.

On the basis of the general scope indicated or described,
the trade contractors shall furnish all items required for the
proper execution and completion of the work.
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MARATHON PIPELINE NOTES

CONTRACTOR TO NOTIFY MARATHON PIPELINE
OPERATIONS SUPERVISOR SCOTT BURNETT @
(317) 291-9460 EXT: 1237

A MINIMUM OF 48 HOURS BEFORE ENTERING

INTO AND OR PERFORMING ANY WORK WITHIN
50' OF THE PIPELINE OR THE LIMITS AS
DEFINED BY THE 100’ EASEMENT THAT
EXTENDS ACROSS THE PARCEL.
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SITE WORK GENERAL NOTES AND SPECIFICATIONS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING, OR VERIFYING, THAT ALL PERMITS AND
APPROVALS ARE OBTAINED FROM THE RESPECTIVE CITY, COUNTY AND STATE AGENCIES PRIOR TO
STARTING CONSTRUCTION.
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2. EXISTING UTILITY LOCATIONS ARE APPROXIMATE. THE CONTRACTOR IS TO DETERMINE AND FIELD VERIFY
ALL HORIZONTAL AND VERTICAL LOCATIONS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

3. IT SHALL BE THE CONTRACTORS RESPONSIBILITY FOR NOTIFICATION AND COORDINATION OF ALL
CONSTRUCTION WITH RESPECTIVE UTILITY COMPANIES.

4. IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER AND CONTRACTOR TO MAINTAIN QUALITY CONTROL
THROUGHOUT THE PROJECT; FAILURE TO DO SO MAY RESULT IN REMOVAL AND REPLACEMENT OF THE
DEFECTIVE WORK. IT IS RECOMMENDED THAT THE DEVELOPER HAVE A QUALIFIED INSPECTOR ON THE
JOB SITE AT ALL TIMES DURING CONSTRUCTION.

9. ALL QUANTITIES GIVEN ON THE PRINTS, VERBALLY OR IN THE SCOPE OF WORK SECTION ARE ESTIMATES
AND SHALL BE CONFIRMED BY THE BIDDING CONTRACTOR.

6. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) STANDARDS FOR EXCAVATIONS. FINAL RULE
29 CFR PART 1926, SUBPART "P" APPLIES TO ALL EXCAVATIONS EXCEEDING FIVE (5) FEET IN DEPTH.

7. EXCAVATIONS EXCEEDING TWENTY (20) FEET IN DEPTH REQUIRE THE DESIGN OF A TRENCH SAFETY
SYSTEM BY A REGISTERED PROFESSIONAL ENGINEER.

8. IT IS ESSENTIAL THAT THE WORK TO BE DONE IN CONJUNCTION WITH THIS PROJECT SHALL BE
INSTALLED ACCORDING TO THESE SPECIFICATIONS. THE ENGINEER WILL BE REQUIRED TO CERTIFY TO
CERTAIN PORTIONS OF THIS PROJECT UPON COMPLETION. THEREFORE, IT IS NECESSARY TO OBTAIN
APPROVAL AND ACCEPTANCE BY THE CITY THAT CONSTRUCTION WAS DONE IN COMPLIANCE WITH THESE
PLANS AND SPECIFICATIONS. SITE PLAN NOTES

1. ALL RADII AND STREET DIMENSIONS SHALL BE MEASURED TO BACK OF CURB OR FACE OF INTEGRAL
CURB AND WALK. ALL DIMENSIONS TO THE BUILDING ARE TO THE OUTSIDE OF BUILDING FOUNDATION
WALL.

2. ALL PAVEMENT AND/OR CURB RADII TO BE FIVE (5) FOOT UNLESS OTHERWISE NOTED.

3. BEARINGS, DIMENSIONS AND EASEMENTS ARE SHOWN FOR REFERENCE ONLY. SEE RECORD SURVEYS
AND PLATS FOR EXACT INFORMATION.

4. SEE ARCHITECTURAL PLANS FOR DETAILS OF BUILDINGS AND BUILDING DIMENSIONS.

5. TEMPORARY TRAFFIC CONTROL DURING CONSTRUCTION TO CONFORM TO APPLICABLE LOCAL STANDARDS.

6. SEE UTILITY PLAN FOR SANITARY AND STORM STRUCTURE LOCATIONS.

7. SEE SHEETS C601 THRU C604 FOR DETAILS REFERENCED.

8. ANY DISCREPANCIES OR CONFLICTS WHICH BECOME APPARENT BEFORE OR DURING CONSTRUCTION SHALL
BE BROUGHT TO THE ATTENTION OF THE ENGINEER OF RECORD PRIOR TO CONSTRUCTION SO THAT
CLARIFICATION OR REDESIGN MAY OCCUR.

9. REFER TO SHEETS C205-C201 SITE DETAILS FOR ALL KEYNOTES REFERENCES.

KEYNOTE LEGEND

WESTFIELD WASHINGTON
SCHOOLS

322 West Main Street
Westfield, Indiana 46074
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4" PLEXITRAL FLASH POLY RESIN TRACK SURFACE AND MARKINGS ON ASPHALT PAVEMENT SECTION
OR CONCRETE.

FIELD TURF SUBBASE SECTION. REFER TO SPECIFICATIONS FOR SYNTHETIC TURF ALTERNATES.

GOAL PAK FOOTBALL/SOCCER GOAL SYSTEM WITH FOOTBALL GOALPOST PAD. CONTRACTOR TO
INCLUDE CUSTOM LETTERS AND GRAPHICS ON PAD.

CONCRETE CURB - EDGE OF SYNTHETIC TURF AND TRACK

CONCRETE CURB - EDGE OF SYNTHETIC TURF AND SAND PIT

15" BALL AND 4" POLE BALL SAFETY SYSTEM (NETTING)

DISCUS CAGE AND THROW RING

SHOTPUT CAGE, THROW RING AND TOE BOARD

6" COMPACTED NO 53. STONE SECTION RECESSED 2" BELOW ADJACENT CONCRETE
LONG JUMP 16" TAKEOFF BOARD

JUMP FORM SAND PIT WITH COVER LEDGES, SAND PIT COVER SET, AND SAND PIT
LONG JUMP/POLE VAULT RUNWAY

VAULT BOX AND ALUMINUM VAULT BOX RING

POLE VAULT CONCRETE PAD AND JUMP ZONE CHAMPION BRONZE POLE VAULT LANDING SYSTEM

HEAVY DUTY ASPHALT PAVEMENT

REINFORCED CONCRETE COMBINED WALK AND CURB RN

COMBINED WALK AND CURB

CONCRETE STOOP AR

CONCRETE PLAZA

PAVERS SECTION

ACCESSIBLE RAMP

CONCRETE STRAIGHT CURB

TRAFFIC STRIPING

PROTECTIVE POST

CONCRETE CURB TURNOUT

PARKING BUMPERS. REUSE EXISTING PARKING BUMPERS THAT WERE REMOVED..

RELOCATE "NO PARKING” SIGNAGE WITH NEW POST AND FOUNDATION (INSTALLED BY OWNER)
GRASS ATHLETIC FIELD

REINSTALL EXISTING FENCING

FUTURE GOAL POST

FUTURE BUILDING &

FUTURE 6' WIDE SIDEWALK OR FUTURE 16" WIDE MIDLAND/MONON LOOP PATH

PROPOSED TICKET BOOTH, DECORATIVE GATES AND ENTRY PORTAL (REFER TO ARCHITECTURAL PLANS)
PROPOSED PRESSBOX, ELEVATOR AND STAIRCASE (REFER TO ARCHITECTURAL PLANS)

PROPOSED RESTROOM AND CONCESSION (REFER TO ARCHITECTURAL PLANS)

ALUMINUM BLEACHER AND ASSOCIATED RAMP AND STAIRS (REFER TO ARCHITECTURAL PLANS)

1 3" HMA SURFACE 9.5MM

CONCRETE PAD

6' TALL BLACK PVC COATED FENCE WITH 2" MESH

TALL BLACK PVC COATED FENCE WITH 2" MESH

~

~

" TALL, 12" WIDE DOUBLE SWING GATE, LOCKABLE WITH BLACK PVC COATED FENCING WITH 2" MESH

~

" TALL, 16" WIDE DOUBLE SWING GATE, LOCKABLE WITH BLACK PVC COATED FENCING WITH 2" MESH

o

TALL, 8" WIDE SWING GATE, LOCKABLE WITH BLACK PVC COATED FENCING WITH 2" MESH

(o]

TALL, 12" WIDE DOUBLE SWING GATE, LOCKABLE WITH BLACK PVC COATED FENCING WITH 2" MESH

(<]

TALL, 16’ WIDE DOUBLE SWING GATE, LOCKABLE WITH BLACK PVC COATED FENCING WITH 2" MESH
CONCRETE RETAINING WALL

CONCRETE SIDEWALK

METAL GUARDRAIL (MATCH EXISTING IN FRONT OF NORTH LOCKER ROOM BUILDING). REFER TO
ARCHITECTURAL PLANS.

CONCRETE CHAIRBACK CURB

VEHICLE DISPLAY, DECORATIVE BOULDER/ROCK (CONTRACTOR TO FORWARD SHOP DRAWINGS FOR
APPROVAL PRIOR TO INSTALLATION)

FLAGPOLE AND BASE (REFER TO ARCHITECTURAL PLANS)

WESTFIELD HIGH SCHOOL

COMMUNITY STADIUM
18250 NORTH UNION STREET
Westfield, Indiana 460/4

Scope Drawings:

These drawings indicate the general scope of the project
in terms of architectural and engineering design concept, the
dimensions of the building, the major architectural elements
and the type of structural, mechanical ond electrical systems.

The drawings do not necessorily indicate or describe all
work required for full performance and completion of the
requirements of the Contract.

On the basis of the general scope indicated or described,
the trade contractors shall furnish all items required for the
proper execution and completion of the work.
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