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GENERAL:
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ABBREVIATIONS USED IN SCHEDULE 
SC= SOLID CORE WOOD
IC= INSULATED CORE METAL
AL= ALUMINUM

AN= ANODIZED
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PF=   PREFINISHED

P =   PAINT
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OH=   OVERHEAD DOOR
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DOOR SCHEDULE NOTES:

1. HEAVY DUTY CLOSER WITH BUILT IN STOP.

OH

ST=STEEL FRAME
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B

2"

NUM ROOM NAME
WALLS REMARKS

ABBREVIATIONS USED IN ROOM FINISH SCHEDULE 

ROOM FINISH SCHEDULE
ROOM

NORTH EAST SOUTH WEST
CEILING

FINISHMT'L

CONC= CONCRETE

BASEFLOOR
MT'L FINISHMT'L

GWB=GYPSUM WALL BOARD

MT'L

CNT'R-
TOP

* SEE NOTES

VCT=VINYL COMPOSITION TILE - OWNER TO SELECT FROM OPTIONS PRESENTED BY CONTRACTOR
SC=EXPOSED CONCRETE FLOOR - CONTRACTOR TO CLEAN AND SEAL
VB=VINYL COVE BASE - OWNER TO SELECT FROM OPTIONS PRESENTED BY CONTRACTOR

P=PAINT - OWNER TO SELECT FROM OPTIONS PRESENTED BY CONTRACTOR
SAT=SUSPENDED ACOUSTICAL TILE  - OWNER TO SELECT FROM OPTIONS PRESENTED BY CONTRACTOR 
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ADA COMPLIANT LAV

TOWEL DISPENSER

TOILET PAPER DISPENSER

ADA COMPLIANT GRAB BARS

PROVIDE BLOCKING

SAT CEILING

RESILIENT BASE 17
"-1

9"

1'-
10
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10

"

12"
MAX

3'-6"
MIN

3'-4"
PROVIDE BLOCKING

ADA COMPLIANT WC

ADA COMPLIANT GRAB BARS

CONTRACTOR TO FURNISH AND
INSTALL ALL BLOCKING AND TOILET

ACCESSORIES AS REQUIRED.
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DRAWING COMPLETION DATE:

-  PROVIDED BY AND INSTALLED BY G.C.

PARKING LOT:
1. ACCESSIBLE PARKING SPACE SIGNS (AS IDENTIFIED ON THE SITE PLAN) SHALL INCLUDE THE

INTERNATIONAL SYMBOL OF ACCESSIBILITY AND MOUNTED ON A POST WITH THE BOTTOM OF
THE SIGN AT 60 INCHES ABOVE THE PARKING SPACE SURFACE.

2. SIGNS IDENTIFIING VAN PARKING SPACES SHALL CONTAIN THE DESIGNATION "VAN
ACCESSIBLE" IN ADDITION TO THE INTERNATIOL SYMBOL OF ACCESSIBLITY AND MOUNTED ON
A POST WITH THE BOTTOM OF THE SIGN AT 60 INCHES ABOVE THE PARKING SPACE SURFACE.

3. INTERNATIONAL SYMBOL OF ACCESSIBLITY

RESTROOMS:
1. PUBLIC AND STAFF TOILET FACILITIES SHALL BE IDENTIFIED WITH SIGNAGE COMPLYING WITH

THE AMERICAN NATIONAL STANDARD PUBLICATION ICC/A117.1-2003 SECTION 703.

2. LOCATE TACTILE SIGNS ALONGSIDE THE DOOR AT THE LATCH SIDE WITH THE CENTER OF THE
SIGN PANEL 9 INCHES OFF THE DOOR EDGE.  THE MOUNTING HEIGHT SHALL BE 48 INCHES
MIN. AND 60 INCHES MAX. TO THE BASELINE OF THE BRAILLE CELLS.  (SEE MOUNTING
LOCATION DIAGRAM)
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