
 
 
 
 

 

Spring Mill Self Storage 
Of Westfield 

 
0810-DP-13 

 
 

 
DEVELOPMENT PLAN SUBMITTAL 

CITY OF WESTFIELD, INDIANA 

 
October 6, 2006  

Westfield Plan Commission Workshop Meeting 
 
 
 
 
 
 

       The Gene B Glick Company 
       Bruce Sklare, Director of Development 
       317-469-5897 
 
       R L Wilfong Land Company 
       Beau Wilfong, President 
       317-867-0033 
 
       Nelson & Frankenberger 
       Jon C. Dobosiewicz 
       Land Use Professional 
       317-844-0106 
 
 



TABLE OF CONTENTS 
 
 
 

1. Explanation of Request 

2. Aerial Photograph 

3. Colored Site Rendering 

4. Building Elevations 

5. Landscaping Plan 

6. Lighting Plan 

7. Signage Plan 

8. Phasing Plan 

9. Engineered Site Developed Plans 

 

 

 
 

H:\Becky\Zoning & Real Estate Matters\Wilfong Land Companies\Self-Storage DP\PC Workshop Booklet\Storage PCW - Booklet TOC 092608.doc 
 

 



TAB 1 



EXPLANATION OF REQUEST 
 

 Gene B. Glick Company is the contract purchaser of approximately 7 acres of real 
estate located on the south side of State Road 32 approximately 1/8 mile west of Spring 
Mill Road.  The real estate is outlined on the aerial photograph included under Tab 2. 
 
 The subject site is part of the Eagletown Planned Unit Development.  By way of 
general background, on August 13, 2007, the Eagletown Planned Unit Development 
District was established by the enactment of the Eagletown PUD Ordinance (the 
“Eagletown PUD”). 
 
 The current Eagletown PUD allows the development of the site as proposed and 
requires Development Plan review and approval of improvement plans by the Plan 
Commission.  We are requesting Development Plan approval of the site plan included 
under Tab 3 more specifically laid out on the engineered site development plans included 
under Tab 9 of this informational brochure. 
 
 Also included in this information brochure are renderings of the buildings under 
Tab 4, a detailed landscaping plan under Tab 5, lighting photometric and lighting detail 
sheets under Tab 6, a signage plan under Tab 7 and a phasing plan under Tab 8. 
 
 We look forward to presenting this request to the Plan Commission at the 
Workshop Meeting on Monday, October 6, 2008.  
 
      Respectfully submitted, 
 
 
 
      Jon C. Dobosiewicz  
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SPECIFICATIONS
ONE  P I E C E  HEAVY  WALL  ALUM INUM  C ONSTR UC T I ON  W I TH  R EMOVAB LE  B ALLAST  T RAY  FO R  
EASY  BALLAST  ACCESS .  

ONE  P I E C E  H I NGED  HEAVY  G AUG E  D I E  FOR MED  ALUM INUM  D OOR  FR AME  SUR R O UNDS  3 / 1 6 "  
C L E A R  T E M P E R E D  G L A S S  L E N S .  G L A S S  I S  S E A L E D  T O  D O O R  W I T H  H I G H  T E M P E R A T U R E  
S I L I C O N E  S E A L .  C A P T I V E  T H U M B  S C R E W  D I S E N G A G E S  L E N S  A S S E M B L Y  A N D  A C T I V A T E S  
ACCUH INGE™  TO  ALLOW LENS  ASSEMB LY  TO  H I NG E  AW AY  FR OM  HOUS I NG  FOR  LUM INA I RE  
ACCESS  W I THOUT  THE  U SE  OF  TOOLS .   

COMPUTER  DES I GNED  ONE  P I E C E  SPECULAR  SEGMENTED  S I D E  REFLECTORS  COMB IN E  W I TH  AN  
A U X I L I A R Y  S P E C U L A R  T O P  R E F L E C T O R  T O  P R O D U C E  A  H I G H L Y  E F F I C I E N T ,  S H A R P  C U T O F F .  
OPT I CAL  ASSEMBLY  I S   ROTATABLE  I N  90 ˚  I N CREMENTS .  

C L O S E D  C E L L  E P D M  G A S K E T I N G  C O M P R E S S E D  B E T W E E N  D O O R  A N D  H O U S I N G  W O R K S  I N  
COMB INAT I ON  W I TH  ACCUH ING E™  TO  P R ESSUR E  SEAL  OP T I C AL  C HAMB ER .

MED I UM  OR  MOGUL  BASE  P OR C ELA IN .  LAMP HOLD ER  EQU I P P ED  W I TH  FAC TOR Y  I NS T ALLED  
QU I CK  D I S CONNECT  PLUG .

( BY  OTHERS )

H . P . F . / C .W .A .  AUTOTRANSFORMER ,  - 20 ˚  START ING  TEMPERATURE .  E LECTR I CAL  COMPONENTS  
ARE  MOUNTED  TO  A  REMOVAB LE  B ALLAST  TR AY .  B ALLAST  I S  EQU I P P ED  W I TH  FACT O RY  
I NSTALLED  QU I CK  D I S CO NNEC T  P LUG .
 
POLYESTER  POWDER  CO AT -STATE  OF  THE  AR T  20  P S I  P R ESSUR E  P OW ER  W AS H  AT  140 ˚  
T EMPERATURE  I N CORPOR ATES  FOUR  STEP  I R ON  P HOSP HATE  P R OC ESS  TO  C LE ANS E  AND  
P R E T R E A T  T H E  M E T A L  S U R F A C E  F O R  M A X I M U M  P A I N T  A D H E S I O N .  E L E C T R O S T A T I C A L L Y  
A P P L I E D  T E X T U R E D  P O L Y E S T E R  P O W D E R  T O P C O A T  I S  B A K E D  A T  4 0 0 ˚  
T EMPERATURE  FOR  MAX IMUM  HAR D NESS  AND  EXTER I OR  D UR AB I L I TY .

HOUSING:

LENS ASS'Y:

OPTICS:

GASKETING:

LAMP HOLDER:

LAMP:

BALLAST:

FINISH:

ULR

U.L.  Listed for 
wet location 

28"

(250 WATT MAX.)

17"

DSCP25

(175 WATT MAX.)

13"

22"

DSCP1

2-180 2-90 3-90 3-120 4-901WM 2-180 2-90 3-90 3-120 4-901WM

DScP

B2-11

E.P.A.
DSCP1 = 0.63
DSCP25 = 1.10

5.670"

660 WEST AVENUE O, PALMDALE, CA. 93551
(661) 233-2000

FAX NO. (661) 233-2001
www.usal tg.com



E.P.A.= 0.63

E.P.A.= 1.10

(250 WATT MAX.)

(175 WATT MAX.)
DSCP1 

DSCP25

LAMP SIZE:
50 - 250 WATT

250

175

150

100

75

70

50

W A T T A G E      T Y P E     V O L T A G E
D
S
C
P

HPS 120

MH 208

MV 240

277

480

MT

FINISH

1  . . . . . . . . . . . .

W M  . . . . . . . 

ORDERING INFORMATION

OPTICS LAMP MOUNTING OPTIONS

1  . . . . . . . . . . . .

W M  . . . . . . . 

PHOTO CELL + VOLTAGE
(EXAMPLE:  PC12OV) . . . . . PC+V

SINGLE FUSE 
(120V. ,  277V) . . . . . . . . . . .SF

DOUBLE FUSE 
(208V. ,  240V) . . . . . . . . . . .DF

3/4" IPS STEM MOUNT
AND SWIVEL CANOPY
(4'-0" MAX.). . . . . . . . . . . . . . . .SM

CHAIN MOUNTED
(4'-0"MAX.) . . . . . . . . . . . . . .  . CM

B2-12

ORDERING INFORMATION

1  . . . . . . . . . . . .

W M  . . . . . . . 

ORDERING INFORMATION

XPK   

XPD   

XPS   

1  . . . . . . . . . . . .

W M  . . . . . . . 

ORDERING INFORMATION
MODEL 
NO. :

MODEL 
NO. :

OPTICS WATTAGE    TYPE    VOLTAGE MOUNTING FINISH OPTIONS

DSCP

SEE PAGE 
3 

FOR 
ADDITIONAL 

COLORS

SEE 
ARM SECTION 

FOR 
ADDITIONAL 

ARMS

BLACK
BKM

DARK 
BRONZE
DBM

WHITE
WTM

SILVER
SLM

MEDIUM
BRONZE
 MBM

MOUNTING STYLES

XPD

XPK

42"

24"

24"

3" I.D.

XPS

42"

24"

3" I.D.

42"

3" I.D.

A R M S  A R E  H E A V Y  W A L L  
E X T R U D E D  A L U M I N U M  
CONSTRUCTION. FOR ADDITIONAL
ARM OPTIONS  SEE ARM SECTION .

WALL MOUNT

B

C

A

EXTRUDED ALUMINUM ARM AND 
CAST ALUMINUM WALL BRACKET 
ASSEMBLY  PROVIDED WITH BUILT 
IN GASKETED WIRE ACCESS FOR 
FIXTURE/SUPPLY WIRE CONNECTION.

LUM. A B

DSCP1 14" 22"

DSCP25 18" 28"

C

13"

17"

1/2" DIA. 
(4) HOLES

WALL PLATE

5 ½"

5 ½"

7" SQ.

HOUSE SIDE SHIELD . . . . . .HS

CONVEX GLASS. . . . . . . . . .DG

CLEAR CONVEX 
POLYCARBONATE
DIFFUSER . . . . . . . . . . . . . . LEX

QUARTZ
RESTRIKE . . . . . . . . . . . . . .QTZ

TYPE   I I 
HR-II. . . . . . .
(segmented)

TYPE   I I I 
HR-III. . . . . .
(segmented) 

TYPE   I V  
(FORWARD 
THROW) 
HR-IV. . . . . . .
(segmented)

ASYMMETRIC
VR-ASY. . .
(segmented) 

TYPE  V
HR-V-SQ
(segmented)

TYPE  V
VR-V-SQ
(segmented)

VERTICAL LAMP REFLECTOR
REQUIRES CONVEX GLASS

HORIZONTAL LAMP
REFLECTORS

VERTICAL LAMP
REFLECTORS

DSCP25
USE MOGUL BASE LAMPS

DSCP1
USE MEDIUM BASE LAMPS

F O U R  L I G H T  D I S T R I B U T I O N S  
AVAILABLE .

OPT ICAL SYSTEMS ENCLOSED 
IN IMPACT RESISTANT TEMPERED 
GLASS LENS.
 
R E F L E C T O R  I S  F I E L D  
ROTATABLE.

660 WEST AVENUE O, PALMDALE, CA. 93551
(661) 233-2000

FAX NO. (661) 233-2001
www.usal tg.com



6" Frame-in

LP6H
HIGH INTENSITY DISCHARGE

Non-IC
New or Remodel Construction

All dimensions are inches (centimeters).

ORDERING INFORMATION For shortest lead times, configure product using standard options (shown in bold).
Example: LP6H 100M 6O8AZ

FEATURES & SPECIFICATIONS
INTENDED USE
Recessed frame-in rated Non-IC.  Approved for all ceiling and wiring types.
New construction or remodel applications.
CONSTRUCTION
Galvanized steel frame.
Cutout section on frame for remodel applications.
Galvanized bar hangers span up to 24” o.c. and feature built-in nailer and
T-bar clips.
Galvanized steel junction box with removable access door, (4) built-in
romex clamps; (2) 3/4”and (4) 1/2" knockouts with slots for pryout.
Maximum 8 (4in, 4out)  No 12 AWG conductors. Rated for 90° C.
Ground wire provided.   Rated for through branch wiring.
ELECTRICAL SYSTEM
Metal Halide frame-ins have safety sockets standard and accept only
safety lamps.  For CMH PAR lamps, ENCL must be specified.
Thermal protection provided against improper insulation use.
Encased and potted ballast for 120, 277 or 347 volt is standard.  50H and
50M available core-and-coil ballast only.
INSTALLATION
2 x 8 wood joist or T-bar installation.
Expandable bar hangers allow for off-center mounting in wood joist or T-
bar ceilings.
Length of 25-1/4” maximum 13-1/4” minimum or cut to fit 10-1/2” on center
joist construction.
Retaining clips hold finishing trim secure and snug to ceiling.
Maximum ceiling thickness determined by finishing trim.  See specific trim
page.
LISTING
U.L. Listed. CSA Certified.
Damp location listing.  (See trim selection for wet location listing.)

Specifications

Height: 3-1/2 (8.9)
Trim height varies
Length: 15-5/8 (39.7)
Width: 15-1/8 (38.4)
Ceiling Height:  7 (17.8)

Voltage

120/277
120
277

3472,3

Series

LP6H
Lamp

Metal halide1

50M 50W MP50/C/U
70M 70W MP70/C/U

100M 100W MP100/C/U
High pressure sodium2

35S3 35W LU35M/C
50S3 50W LU50M/C
70S 75W LU70/M/C

LP6H

Accessories: 
Order as separate catalog number.

CTE Ceiling trim extender
LBH 22" extended bar hangers, set of two

LCMB Channel bar mounting brackects
LSMC T-bar mounting clips, set  of four
SCA6 Sloped Ceiling Adaptor.  Degree of slope must be

specified (10D, 15D, 20D, 25D, 30D), e.g.:  SCA6 10D.

NOTES:
1 Ceramic metal halide (CMH) lamps must use ENCL option.
2 Not available with HEB.
3 120/347V, 347V ballast not available.
See reflector specification sheets for maximum wattages.

Height varies.
See trim.

15-1/8"
(38.4)

6-7/8" (17.5)

8-1/2"
(21.6)

15-5/8" (39.7)

Downlighting and Track Sheet #: LP6H-COM               CHID-110

Reflector

Catalog Number

Notes Type

Options

HEB Electronic ballast
ENCL Standard medium

base socket; for use
when LP6H 50, 70 and
100 metal halide
frame-in used with
enclosed trims or
when used with PAR
38 metal halide or
CMH lamps

SF Single fuse (specify
voltage)

LRC Provides compatibility
with RELOC® System

WLP Lamp (shipped
separately)

TRW White flange

6O8 White open
6O8A Clear diffuse open

6O8AZ Clear specular open
6O8G Gold diffuse open

6O8GZ Gold specular open
6O8PR Pewter diffuse open

6O8WTZ Wheat specular open
6M1AZ Clear specular

multiplier
6M1GZ Gold specular multiplier
6M1BLZ Black specular

multiplier
6AC2AZ Clear specular

adjustable cone
6AC2GZ Gold specular

adjustable cone
6AC2BLZ Black specular

adjustable cone

6AB2 Black adjustable cone
6AB2W White adjustable cone

6B3 Black baffle
6B3W White baffle
6SO1 White open slope
6SB1 Sloped black baffle

6SB1W Sloped white baffle
6LD3 White splay, drop opal lens

6LDB3 Black baffle, drop opal lens
6LF3 White splay, white lens

6LFB3 Black baffle, white lens
6L4 White splay, fresnel lens

6LB4 Black baffle, fresnel lens



Lithonia Lighting
Recessed Downlighting
One Lithonia Way, Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com ©2002 Acuity Brands Lighting, Inc., Rev 10/22/07Sheet #: LP6H-COM

6" HID  LP6H Photometrics
Distribution curve   Distribution data            Output data                       Coefficient of utilization Single luminaire data 30" above floor

6O2A, (1) 100W metal halide lamp, .62 s/mh, 7900 rated lumens, Test no. LTL9688

6B3 (1) 100W metal halide lamp, .64 s/mh, 7900 rated lumens, Test no. LTL9689

6L4, (1) 100W metal halide lamp, 1.2 s/mh, 8000 rated lumens, Test no. 2195020589

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

2486.0
3490.8
4334.4
4343.3

0.0
4343.3

31.5
44.2
54.9
55.0
0.0

*55.0
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

1100

2200

3300

4400

5500

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

65
60
56
51
47
44
41
38
35
33
31

65
59
53
48
44
40
37
34
32
30
28

64
59
55
51
47
43
40
38
35
33
31

64
58
53
48
44
40
37
34
32
30
28

61
57
53
49
46
42
39
37
35
32
31

61
56
51
47
43
39
36
34
31
29
27

Task Height: 2.5ft.

50% beam - 
34.5˚

10% beam -
79.1˚Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

183.8
98.8
61.6
42.0
30.5

3.4
4.7
5.9
7.1
8.4

91.9
49.4
30.8
21.0
15.2

9.1
12.4
15.7
19.0
22.3

18.4
9.9
6.2
4.2
3.1

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

5559
4491
3404
2468
1626
807
227
4
2
1
0

408
946

1132
1005
631
212
6
2
1

Zone Lumens % Lamp

0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

2075.2
2619.0
2858.7
2867.5

0.0
2867.5

26.3
33.2
36.2
36.3
0.0

*36.3
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

900

1800

2700

3600

4500

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

43
40
38
35
33
31
29
27
26
25
23

43
39
36
33
31
29
27
25
24
23
21

42
40
37
35
32
31
29
27
26
24
23

42
39
36
33
31
29
27
25
24
22
21

40
38
36
34
32
30
28
27
25
24
23

40
37
35
32
30
28
27
25
24
22
21

Task Height: 2.5ft.

50% beam - 
35.3˚

10% beam - 
70.5˚Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

151.8
81.6
50.9
34.7
25.2

3.5
4.8
6.1
7.3
8.6

75.9
40.8
25.4
17.4
12.6

7.8
10.6
13.4
16.3
19.1

15.2
8.2
5.1
3.5
2.5

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

4592
4433
3085
1815
862
256
26
7
2
0
0

401
848
826
544
208
32
7
2
0

Zone Lumens % Lamp

0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

1429.1
2204.3
3137.3
3390.7

0.0
3390.7

17.9
27.6
39.2
42.4
0.0

*42.4
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

300

600

900

1200

1500

1800

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

50
46
41
37
34
31
28
26
24
22
20

50
44
39
34
30
27
25
22
20
19
17

49
45
40
36
33
30
28
25
23
22
20

49
43
38
34
30
27
24
22
20
19
17

47
43
39
35
32
29
27
25
23
21
20

47
42
37
33
30
27
24
22
20
18
17

Task Height: 2.5ft.

50% beam - 
62.9˚

10% beam - 
97.8˚Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

57.4
30.8
19.2
13.1
9.5

6.7
9.2

11.6
14.1
16.5

28.7
15.4
9.6
6.6
4.8

12.6
17.2
21.8
26.3
30.9

5.7
3.1
1.9
1.3
1.0

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

1735
1771
1683
1694
1234
746
396
171
62
15
0

168
477
784
775
578
355
170
66
18



FEATURES & SPECIFICATIONS
INTENDED USE
For entrances, stairwells, corridors and other pedestrian areas.
CONSTRUCTION
Rear housing is rugged, corrosion-resistant, die-cast aluminum. Front
cover is one-piece UV-resistant injection molded polycarbonate, internally
painted.  Captive external hardware is specially treated for corrosion re-
sistance and includes slotted hex-head and tamperproof fasteners.
FINISH
Dark bronze (DDB) corrosion-resistant polyester powder.
OPTICAL SYSTEM
One-piece die-formed reflector is diffused aluminum.  Refractor is clear
UV stabilized polycarbonate, providing IES cutoff distribution and maximum
lateral light output.  Front cover is sealed and gasketed to inhibit the en-
trance of outside contaminants.
ELECTRICAL SYSTEM
Metal halide ballasts are high reactance, high power factor.  HPS ballasts
are reactor normal power factor.  All HID ballasts are copper wound, 100%
factory tested and UL listed.  Porcelain, horizontally oriented medium-base
socket with copper alloy, nickel-plated screw shell and center contact.
UL listed 660W, 600V and 4kV pulse rated.
Compact fluorescent ballasts are multi-volt (120-277) electronic high
power factor (26DTT, 26TRT, 32TRT and 42TRT) (Requires 4-pin lamp). UL
Listed. Four-pin (26DTT, 26TRT, 32TRT and 42TRT) positive latching ther-
moplastic socket.
All components are heat-sinked directly to the cast housing for maximum
heat dissipation (For 50 hertz availability, consult factory).
INSTALLATION
Mount to any vertical surface or to a 4" round square outlet box.  Back
access through gasketed slot.  Top wiring access through 1/2" threaded
conduit entry.  (Through-wiring requires use of a conduit tee).  Photocells
are field-installable.
LISTING
UL listed for wet locations.  IP65 rated. UL Listed to US and Canadian safety
standards (see Options). NOM Certified.

Cutoff Mini Wall-Packs

TWAC
METAL HALIDE

50-100W

HIGH PRESSURE SODIUM
35-100W

COMPACT FLUORESCENT
26- 42TRT

Outdoor and Special Environments Sheet #: TWAC-M-S-CF_O                   BM-700

Specifications

Height: 10" (25.4cm)
Width: 11-1/2"  (29.2cm)
Depth: 8-15/16" (22.7cm)
Weight: 10 lbs. (4.53kg)

NOTES:
1 Compact fluorescent sources only available with 120, 277 or MVOLT.
2 Consult factory for availability in Canada.
3 Optional multi-tap ballast (120,208,240,277V) In Canada 120, 277, 347V;

ships as 120/347.
4 Only available with HID sources.
5 Only available with compact fluroescent sources.
6 Not available with multi-tap ballast or compact fluorescent

sources.
7 Lamp not included.
8 Quartz lamp wattage not to exceed ballast wattage rating.
9 Not available with QRS, EC or NOM.
10 Black finish on housing  only.

Accessories
Order as separate catalog number

     RK1 PEB1 Photocell kit (120V only)
RK1 PEB1 CSA Photocell kit (120V only)

RK1 PEB2 Photocell kit (208, 240 or 277V)
RK1 PEB3 CSA Photocell kit (347V)

TWAWG Wireguard

Example: TWAC  50M 120 LPIORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs and write it on the
appropriate line. Order accessories as separate catalog numbers (shipped separately).

Wattage

Metal halide
50M 70M 100M

High pressure sodium
35S 70S
50S 100S

Compact fluorescent1

26DTT 26TRT
32TRT 42TRT

Voltage

120
2082

2402

277
347

TB3,4

MVOLT5

Shipped installed in fixture
SF Single fuse (120, 277, 347V)6

DF Double fuse (208, 240V)6

GMF Internal slow-blow fusing4

XHP High power factor ballast4

EC Emergency circuit7,8

 DC12 Emergency circuit 12 volt
(35W lamp included std.)9

DC2012 Emergency circuit 12 volt
(20W lamp included)9

          2DC12 Emergency circuit 12 volt
(2 35W lamps included
std.)9

2DC2012 Emergency circuit 12 volt
(2 20W lamps included)9

QRS Quartz restrike system7,8

Options

CR Enhanced corro-
sion-resistance

CRT Non-stick protective
coating10

CSA Listed and labeled to
comply with
Canadian Standards

         NOM NOM Certified
(consult factory)

              PE Photocell
 Architectural colors (optional)

DNA Natural aluminum
DBL Black

DMB Medium bronze
DWH White

DSS Sandstone

Lamp

LPI Lamp
included
(standard)

L/LP Less lamp

Series

TWAC

TWAC

Catalog Number

Notes Type



Mounting Height Correction Factor
(Multiply the fc level by the correction factor)

8 ft. = 6.25
10 ft.= 4.00
12 ft.= 2.78
15 ft.= 1.78

TWAC    Cutoff Wall-Pack

 ©1997 Acuity Brands Lighting Inc., Rev. 10/4/07Sheet #: TWAC-M-S-CF_O

Lithonia Lighting
Outdoor
One Lithonia Way, Conyers, GA 30012
Phone: 770-922-9000 Fax: 770-918-1209
www.lithonia.com
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