








(22” depth) (12” depth)
STD Bag P/N Short Bag P/N

FX: Standard Woven Bag FX  FX-S 200 40
FX+: Woven w/ MyCelx FXP FXP-S 200 40
FXO: Woven w/ Oil Boom FXO FXO-S 200 40
PC: Post Construction Bag PC PC-S 137 140
PC+: PC Bag w/ MyCelx PCP PCP-S 137 140
LL: Litter and Leaf Bag LL LL-S High 3.5
IL: IDOT Non-Woven Bag IL IL-S 145 70

2. SELECT YOUR FILTER BAG PART NUMBER

FLEXSTORM FILTER BAGS
Clean Water Flow 
Rate (GPM/SqFt)

Min A.O.S.  
(US Sieve) 

3. CREATE YOUR FLEXSTORM INLET FILTER PART NUMBER

-

Filter Bag P/N 
from Step 2.

Framing 
Material

Frame P/N from 
Step 1. 

FX 
(Woven)

PC        
(Post 

Constr)

IL          
(Non    

Woven)
Small 1.6 1.2 0.8 0.9 66 155

Medium 2.1 1.8 1.2 1.3 96 185
Large 3.8 2.2 1.5 1.6 120 209

XL 4.2 3.6 2.4 2.6 192 370
* PC filter bag at 50% max adsorption capacity
** PC filter bag at 50% capacity and MyCelx skimmer at 100% capacity

SPECIFICATIONS FOR STANDARD BAGS BY NOMINAL SIZE

Nominal 
Bag Size

Solids 
Storage 
(CuFt)

Filtered Flow Rate at 50% Max 
* PC Oil 
Retent 
(Oz )

**PCP Oil 
Retent 

(Oz)

STYLE FRAME STYLE AND SIZE Frame P/N:

Small Round (up to 20.0" dia grates (A) dim) 62SRD
Med Round (20.1" - 26.0" dia grates (A) up to 25" dia openings (B)) 62MRD
Large Round (26.1" - 32.0" dia grates (A) up to 30" openings (B)) 62LRD
XL Round (32.1" dia - 39" dia grates (A) up to 37" dia openings (B)) 62XLRD
Small Rect / Square (up to 16" (B) x 16" (D) openings or 64" perimeter) 62SSQ
Med Rect / Square (up to 24" (B) x 24" (D) openings or 96" perimeter) 62MSQ
Large Rect / Square (up to 36" (B) x 24" (D) openings or 120" perimeter) 62LSQ
XL Rect / Square (side by side 2 pc set to fit up to 48" (B) x 36" (D) openings) 62XLSQ
Small Rect / Square (ref Rect sizing; shipped with Magnetic Curb Flaps) 62SCB 
Med Rect / Square  (ref Rect sizing; shipped with Magnetic Curb Flaps) 62MCB 
Large Rect / Square  (ref Rect sizing; shipped with Magnetic Curb Flaps) 62LCB 
XL Rect / Square  (ref Rect sizing; shipped with Magnetic Curb Flaps) 62XLCB
12" diameter Nyloplast castings (Stainless Steel Framing standard) 6212NY
15" diameter Nyloplast castings (Stainless Steel Framing standard) 6215NY
18"diameter Nyloplast castings (Stainless Steel Framing standard) 6218NY
24" diameter Nyloplast castings (Stainless Steel Framing standard) 6224NY
30" diameter Nyloplast castings (Stainless Steel Framing standard) 6230NY
Open Throat Gutters - Curb Opening Size
Up to 4'  (1  Filter and Mounting Hardware) 62WM1
Between 4' and 8' (2 Filters and Mounting Hardware) 62WM2
Between 8' and 12' (3 Filters and Mounting Hardware) 62WM3
Between 12' and 16' (4 Filters and Mounting Hardware) 62WM4

SUFFIX

- CHR
- SSSTAINLESS STEEL FRAMING FOR HIGH SALT AND/OR CHEMICAL EXPOSURE
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UPGRADED FRAMING MATERIAL OPTIONS  (STANDARD IS ZINC PLATED)

CHROME PLATED FRAMING FOR HIGH SALT EXPOSURE

1. INDENTIFY YOUR FRAME STYLE, SIZE, AND MATERIAL
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