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Friedman - EXPLANATION PC 2 081610 

EXPLANATION OF REQUEST 
 

The applicant, Friedman Properties, LLC, is requesting approval to allow the construction 
of an office building.  The property is located on the south side of SR 32 between Shady Nook 
Road and Gray Road and is outlined on the aerial photograph included under Tab 2.  It is zoned 
under the GB – General Business classification of the Westfield-Washington Township Zoning 
Ordinance. 

 
The development includes the construction of a 7,000 square foot office building and 

associated driveway and parking area adjacent to and south of the existing Indiana Members 
Credit Union.  A colored site landscaping exhibit provided under Tab 3 illustrates the layout of 
the site improvement. The building will be occupied by a dental office and other 
professional/general office tenants. 
 
 The request for Development Plan and Site Plan approval is fully detailed in this 
submittal.  Included are (i) an aerial photograph with an overlay of the site plan, (ii) color 
sitte/landscape plan, (iii) colored building elevations, (iv) signage plans, (v) lighting plans, and 
(vi) reduced-size engineered development plans. 
 
 We look forward to presenting this request to the Plan Commission on August 16, 2010.  
 
      Respectfully submitted, 
 
 
 
      James E. Shinaver 
 
 
 
 
      Jon C. Dobosiewicz 
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Site Location Map – Aerial Photograph
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SPECIFICATION FEATURES

02/18/2010 12:52:51 PMConsult your representative for additional options and finishes.

Specifications and Dimensions subject to change without notice. ADL032452

DESCRIPTION

Cambria 203 is an ultra-compact low voltage LED and halogen MR16 fixture. 
It is available with a fully adjustable side swivel stem (203, 203-FL), an 
adjustable center rear swivel (203-CRS) or a stationary rear flush mount 
(203-FM). Various lenses, louvers and color or dichroic filters can be 
combined - up to three at once - to create multiple lighting effects. Lumiere's 
exclusive Siphon Protection System (S.P.S.) prevents water from siphoning 
into the fixture through it's own lead wires.

A ... Material
Housing, hood and mounting stem 
are precision-machined from 
corrosion-resistant billet stock 
6061-T6 aluminum, C360 brass, 
C932 bronze, C110 copper or 
303/304 stainless steel.

B ... Finish Painted
Fixtures constructed from 6061-T6 
aluminum are double protected by 
a chemical film undercoating and 
polyester powdercoat paint finish, 
surpassing the rigorous demands 
of the outdoor environment. A 
variety of standard colors are 
available.

C ... Brass, Bronze, Copper or 
Stainless Steel
Fixtures constructed from brass, 
bronze, copper or stainless steel 
are left unpainted to reveal the 
natural beauty of the material. 
Brass, bronze and copper will 
patina naturally over time.

D ... Hood
Hood is removable for easy 
relamping and accepts up to three 
internal accessories at once 
(lenses, louvers, filters) to achieve 
multiple lighting effects. Model 
203, 203-CRS & 203-FM: Weep 
holes prevent water and mineral 
stains from collecting on the lens, 
even in the straight-up position. 
Model 203-FL: The flush lens 
design reduces fixture length, 
minimizes debris collection and 
prevents water and mineral stains 
from collecting on the lens.

E ... Gasket
Housing and hood are sealed with 
a high temperature silicone o-ring 
gasket to prevent water intrusion.

F ... Lens
Tempered glass lens, factory 
sealed with high temperature 
adhesive to prevent water 
intrusion and breakage due to 
thermal shock.

G ... Mounting Stem
Model 203 and 203-FL include fully 
adjustable side-mounted swivel 
stem, providing 340° tilt and 360° 
rotation for easy aiming. Center 
rear swivel (203-CRS) or stationary 
rear flush mount (203-FM) models 
are also available. All models 
include 1/2" NPS threaded male 
fitting. Stainless steel aim-locking 
mechanisms are standard (not 
available on 203-FM). Lumière's 
exclusive Siphon Protection 
System (S.P.S.) prevents water 
from siphoning into the fixture 
through its own lead wires.

H ... Hardware
Stainless steel hardware is 
standard to provide maximum 
corrosion-resistance.

I ... Socket
Ceramic socket with 250° C 
Teflon® coated lead wires and 
GU5.3 bi-pin base.

J ... Electrical
Remote 12V transformer required 
(not included). Transformers used 
in conjunction with LED's must be 
magnetic only, not electronic. 
Available from Lumiere as an 
accessory - see the Accessories & 
Technical Data section of the 
catalog for details. NOTE: initial 
power draw on LED equipped 
fixtures is 15 watts. When sizing 
transformer use 15 watts per LED 
fixture. Nominal power draw after 
start up is 12 watts.  Also, LEDs are 
more voltage sensative than 
standard halogen MR16 lamps. 
The LED module is designed to 
operate between 10 and 13 volts. 
Any less or more voltage can 
cause premature failures.

K ... Lamp
Halogen lamp not included. 
Available from Lumière as an 
accessory - see reverse side for 
details and catalog logic. Due to 
the onboard thermal feedback 
control circuitry, LED modules are 
non-dimmable. LED modules are 
included and are available in three 
color temperatures (warm, neutral, 
and cool) and three distributions 
(spot, narrow, and flood). Both 
color temperature and distribution 
must be specified when ordering - 
see reverse side for details and 
catalog logic.

L ... Labels & Approvals
UL and cUL listed, standard wet 
label. IP65 rated. Manufactured to 
ISO 9001-2000 Quality Systems 
Standard. IBEW union made. 
Approved by New York City Dept. 
of Buildings, Bureau of Electrical 
Control for use in NYC, NY.

M ... Warranty
Lumière warrants its fixtures 
against defects in materials & 
workmanship for three (3) years. 
Auxiliary equipment such as 
transformers, ballasts and lamps 
carry the original manufacturer's 
warranty.

CAMBRIA

203

12W LED
50W (max.) MR16

LED

Halogen

Low Voltage

Accent/Flood

4-1/2"
[114mm]

1-3/4"
[44mm]

ø2-1/4"
[57mm]

Cambria
203
(Side Swivel
Stem)

1-7/8"
[48mm]

5-3/8"
[137mm]

ø2-1/4"
[57mm]

Cambria
203-CRS
(Center Rear
Swivel)

ø2-1/4"
[57mm] 4-1/2"

[114mm]

Cambria
203-FM
(Flush Mount)

3-5/8"
[92mm]

1-3/4"
[44mm]

ø2-1/4"
[57mm]

Cambria
203-FL
(Flush Lens/
Side Swivel Stem)

IP65

LUMIERE®
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LAMP INFORMATION

203CAMBRIA

ORDERING INFORMATION

Sample Number: 203-FL-50MR16-12-NCP

Accessories

Filters

F71 Peach Dichroic Filter, 2.00'' Dia= F72 Amber Dichroic Filter, 2.00'' Dia=

F73 Green Dichroic Filter, 2.00'' Dia= F74 Medium Blue Dichroic Filter, 2.00'' Dia=

F75 Yellow Dichroic Filter, 2.00'' Dia= F76 Red Dichroic Filter, 2.00'' Dia=

F77 Dark Blue Dichroic Filter, 2.00'' Dia= F78 Light Blue Dichroic Filter, 2.00'' Dia=

F79 Neutral Density Dichroic Filter, 2.00'' Dia= F80 Magenta Dichroic Filter, 2.00'' Dia=

F22 Red Color Filter, 2.00'' Dia= F33 Blue Color Filter, 2.00'' Dia=

F44 Green Color Filter, 2.00'' Dia= F55 Yellow Color Filter, 2.00'' Dia=

F66 Mercury Vapor Color Filter, 2.00'' Dia=

Optical Lenses

LSL Linear Spread Lens (elongate standard beam spread), 2.00'' 
Dia

= OSL Overall Spread Lens (increase beam spread), 2.00'' Dia=

DIF Diffused Lens (provide even illumination), 2.00'' Dia=

Optical Louver

LVR Hex Cell Louver (reduce glare), 2.00'' Dia=

Lamps

EZX 20W MR16 GU5.3 Bi-Pin Very Narrow Spot= ESX 20W MR16 GU5.3 Bi-Pin Narrow Spot=

BAB 20W MR16 GU5.3 Bi-Pin Flood= FRB 35W MR16 GU5.3 Bi-Pin Narrow Spot=

FRA 35W MR16 GU5.3 Bi-Pin Spot= FMW 35W MR16 GU5.3 Bi-Pin Flood=

EXT 50W MR16 GU5.3 Bi-Pin Narrow Spot= EXZ 50W MR16 GU5.3 Bi-Pin Narrow Flood=

EXN 50W MR16 GU5.3 Bi-Pin Flood= FNV 50W MR16 GU5.3 Bi-Pin Very Wide Flood=

Voltage

12 12V=

Series

203 LED Cambria Accent Fixture=

Finish

Painted

BK Black=

BZ Bronze=

CS City Silver=

VE Verde=

WT White=

Metal

NBR Brass=

NBZ Bronze=

NCP Copper=

NSS Stainless Steel=

Construction

__ Standard Side Swivel Stem, 
1/2" NPS

=

CRS Center Rear Swivel Stem, 
1/2" NPS

=

FM Rear Flush Mount, 1/2" NPS=

FL Flush Lens, Side Swivel 
Stem, 1/2" NPS

=

Source

Halogen

50MR16 50W Max Halogen MR16, 
GU5.3 Base

=

LED

12WLEDS 12W Warm LED Spot 
Optic, GU5.3 Base

=

12NLEDS 12W Neutral LED Spot 
Optic, GU5.3 Base

=

12CLEDS 12W Cool LED Spot 
Optic, GU5.3 Base

=

12WLEDN 12W Warm LED 
Narrow Optic, GU5.3 
Base

=

12CLEDN 12W Cool LED Narrow 
Optic, GU5.3 Base

=

12WLEDW 12W Warm LED Wide 
Optic, GU5.3 Base

=

12NLEDW 12W Neutral LED Wide 
Optic, GU5.3 Base

=

12CLEDW 12W Cool LED Wide 
Optic, GU5.3 Base

=

12NLEDN 12W Neutral LED 
Narrow Optic, GU5.3 
Base

=

Lamp    

NOTE: Inferior quality lamps may adversely affect the performance of this product. Use only name brand lamps from reputable lamp manufacturers.

ANSI

                                  GU5.3 bi-pin 12WLEDS         12 7o

Code              Watts                 Spread      CBCP                   °K               Life (hrs.)                    Base                 Volts
          Beam

11399 3000 50000 12

                             GU5.3 bi-pin         12 7o 4300 50000 1212NLEDS 13725

12CLEDS                              GU5.3 bi-pin         12 7o 6300 50000 1214657

12WLEDN                             GU5.3 bi-pin         12 19o 3000 50000 121160

12NLEDN                             GU5.3 bi-pin         12 19o 4300 50000 121495

                             GU5.3 bi-pin         12 19o 6300 50000 121794

                             GU5.3 bi-pin         12 25o 3000 50000 121066

                             GU5.3 bi-pin         12 25o 4300 50000 121414

                             GU5.3 bi-pin         12 25o 6300 50000 121461

12CLEDN 

12WLEDW

12NLEDW

12CLEDW

                             11,000       GU5.3 bi-pin         50 12o 3050   4000 1250MR16/NSP EXT

                             3200     GU5.3 bi-pin         50 25o 3050   4000 1250MR16/NFL EXZ

                             2000     GU5.3 bi-pin         50 40o 1250MR16/FL EXN

                        1200     GU5.3 bi-pin         50 60o 1250MR16/WFL

3050

3050

  4000

  4000FNV
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PHOTOMETRIC DATA

NOTES AND FORMULAS

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

4'0"

3'0"

2'0"

1'6"

1'0"

0'6"

45

102

159

283

638

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

Lamp Wattage Multiplier

20W x 0.32

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

10'0"

6'6"

5'0"

4'0"

2'6"

1'0"

13

29

45

81

181

725

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

12'0"

8'0"

6'6"

5'0"

3'0"

1'6"

7

17

27

48

106

431

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

Lamp Wattage Multiplier

35W x 0.57
20W x 0.30

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

17'0"

11'6"

9'0"

7'0"

4'6"

2'0"

5

11

17

30

67

269

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

Cambria 203
Lamp=50MR16/NSP

(EXT)
CBCP=11,000

Cambria 203
Lamp=50MR16/NFL

(EXZ)
CBCP=3200

Cambria 203
Lamp=50MR16/FL

(EXN)
CBCP=2000

Cambria 203
Lamp=50MR16/WFL

(FNV)
CBCP=1200

2550

• Beam diameter is to 50% of maximum footcandles, rounded to the nearest half-foot.
• Footcandle values are initial. Apply appropriate light loss factors where necessary.
• Bare lamp/LED data shown. Consult lamp/LED manufacturers to obtain detailed specifications for their lamps/LEDs.



Type
SP__ Square pole
RP__ Round pole

WB__ Wall bracket
WW__ Wood pole/wall bracket

PT__ Post top; open-top pole

DA12P Degree arm (pole)12

DA12WB Degree arm (wall)12

KMA Mast arm external fitter12

KTMB Twin mounting bar12

Accessories: Tenon Mounting Slipfitter18

Number of fixtures

Tenon O.D. One Two@180° Two@90° Three@120° Three@90° Four@90°
2-3/8" (6) T20-190 T20-280 T20-290 T20-320 T20-390 T20-490

2-7/8" (7.3) T25-190 T25-280 T25-290 T25-320 T25-390 T25-490
4" (10.2) T35-190 T35-280 T35-290 T35-320 T35-390 T35-490

KVF2VG__ Vandal guard19

KVF2EHS__ External houseside shield19,20

KVF2EHSB External houseside shield, black21

Catalog Number

Notes Type

Sheet #: KVF2-M-S               AL-420

FEATURES & SPECIFICATIONS
INTENDED USE — Use for parking lots, streets and surrounding areas.
CONSTRUCTION — Heavy gauge die-formed aluminum housing is fabricated using robotic
continuous seam-weld process for weather-tight integrity. Integral structural support
plate for mounting arm and electrical components ensures rigidity and strength. Hinged
aluminum door frame incorporates stainless steel hardware. Continuous silicone
gasketing surrounds lens for weather-tight seal. Optional tool-less hardware is available
to maximize installation and maintenance ease.
Lens: Thermal shock resistant tempered glass lens. Choice of contoured drop lens or flat
lens is available in standard product.
FINISH — Standard finish is dark bronze corrosion resistant electrostatically applied
powder paint. Optional linear embossed accent reveals are available.
OPTICAL SYSTEM — Flat lens configurations meet full-cutoff criteria (cutoff with EHS
and EHSB options). Vertical-lamp reflectors are 1-piece spun and formed anodized
aluminum. Specialized distributions available for either drop lens or flat lens. Reflectors
are independently designed to optimize light output for the lens type. Horizontal-lamp
reflectors also available.
ELECTRICAL SYSTEM — All electrical components are mounted to a heavy-gauge plate
to maximize heat dissipation and ensure structural integrity for optimal component life.
Ballast: Constant wattage autotransformer.  Metal Halide:  Super CWA (pulse start ballast),
88% efficient and EISA legislation compliant, is required for 175-1000W (SCWA option) for
US shipments only.  CSA, NOM or INTL required for probe start shipments outside of the
US. Pulse-start ballast (SCWA) required for 200W, 320W, 350W, or 450W.  Ballast is 100%
factory-tested.
Socket: Mogul-base porcelain socket with copper alloy, nickel-plated screw shell and
center contact. Vertically-oriented for types SYM, ASY, and VFA distributions. Horizontal
position-oriented for types R2, R3 and R4. UL listed 1500W-600V, 4kV pulse rated. Reflectors
are rotatable and interchangeable.
INSTALLATION — Extruded aluminum arm with integral splice compartment. Standard arm is 9”
in length. (12” arm is required for fixtures mounted at 90°.) Aluminum fitter for 4" to 6" OD poles.
LISTING — UL Listed to US and Canadian safety standards (see Options). NOM Certified
(see options). UL listed for 25°C ambient and wet locations. Optical chamber IP65 rated.
NOTE: Specifications subject to change without notice.

Outdoor

Area Lighting

KVF2
METAL HALIDE: 175-1000W

HIGH PRESSURE SODIUM: 250-1000W
20' to 40' Mounting

Distribution

Vertical lamp:6
SYM__ Symmetric square
ASY__ Asymmetric

VFA__ Vertical forward throw automotive
Horizontal lamp:6

R2__ Type II
R3__ Type III

High-performance horizontal lamp:7
SR2FL Type II roadway
SR3FL Type III asymmetric

SR4SCFL Type IV forward throw, sharp cutoff
SR4WFL Type IV forward throw, wide
NOTES:
1 Must be ordered with SCWA.
2 Use reduced jacketed lamp.
3 Not available with SCWA.
4 Available in vertical lamp orientation only

for 200-400M SCWA. Horizontal orientation
on 250S or 400S only.

5 Available in ASYDL, SYMDL or VFADL. Stan-
dard ED25 lamp.

6 For drop lens, specify DL. For flat lens,
specify FL. Example: SYMDL or R2FL.

7 Not available with 1000W or post top.
8 Must specify CWI for use in Canada.
9 Optional multi-tap ballast (120, 208, 240,

277V; 120, 277, 347V in Canada).
10 Consult factory for available wattages.
11 12" arm required when two or more lumi-

naires are oriented on a 90° drilling pattern.

Options

Shipped installed in fixture
SF Single fuse 120, 277, 347V13

DF Double fuse 208, 240, 480V13

KW1 KiloWatch® 120V control relay4,13

KW4 KiloWatch® 277V control relay4,13

PER NEMA twist-lock receptacle only
(photocontrol not included)

QRS Quartz restrike system14

QRSTD QRS time delay10,14

EA Embossed accents
EHS External houseside shield (matches

fixture finish)
EHSB External houseside shield black

(painted black to maximize light
control)

TLS Toolless access
CSA Listed and labeled to comply with

Canadian Standards
NOM NOM Certified
 INTL Available for MH probe start shipping

outside the U.S. REGC1 Califor-
nia Title 20 effective 1/1/2010

Shipped separately15

VG Vandal guard
PE1 NEMA twist-lock PE (120, 208, 240V)
PE3 NEMA twist-lock PE (347V)
PE4 NEMA twist-lock PE (480V)
PE7 NEMA twist-lock PE (277V)

SC Shorting cap

Wattage

Voltage

120
2088

2408

277
347
4808

TB9

23050HZ10

Finish16

(blank) Dark bronze
DBL Black
DGC Charcoal gray
DMB Medium bronze
DNA Natural

aluminum
DWH White

CR Corrosion
resistant

Lamp17

LPI Lamp
included

L/LP Less
lamp

Series

KVF2

KVF2

Ballast

(blank) Magnetic ballast
CWI Constant wattage isolated

SCWA Super CWA ballast
NOTE: For shipments to U.S. territories, SCWA must be
specified to comply with EISA.

Metal halide
175M22

200M
250M23

320M1

350M1,22

400M23

450M1,22

1000M2

High pressure
sodium3

250S
400S
750S4

1000S5

12 Ships separately.
13 Not available with TB. Must specify voltage.
14 Maximum allowable wattage lamp included.
15 May be ordered as an accessory.
16 See www.lithonia.com/archcolors for addi-

tional color options.
17 Must be specified.
18 Arm mount only.
19 Specify finish.
20 Use KVF2EHSFL__ for segmented reflectors.
21 Black finish only.
22 These wattages do not comply with

California Title 20 regulations.
23 These wattages require the REGC1 option to

be chosen for shipments into California for
Title 20 compliance. 250M REGC1 in not
available in 347 or 480V.

Specifications

Square: 21.5 (54.6)
Flat lens height: 14.0 (35.5)

Drop lens height: 17.0 (43.2)
Arm mount

EPA: 2.8 ft2 (0.25m) (includes arm)
*Weight: 53 lbs (24 kg)
Post top

EPA: 2.8 ft2 (0.25m)
Weight: +2 lbs to *

Overall height: 22.7 (57.6)
* Weight as configured in example below.

Mounting Drilling
Option Template

SPxx, RPxx, DA12P 5
WBxx, DA12WB 6

WWxx 7
All dimensions are inches (centimeters)
unless otherwise specified.

DH

SA

Representative of the em-
bossed accents  (EA) option.

For shortest lead times, configure product using standard options (shown in bold).
Example: KVF2 400M SYMDL TB SCWA SP09 LPI

ORDERING INFORMATION

Size11

06 6" arm
09 9" arm
12 12" arm

4 4" OD
4.5 4.5" OD

5 5" OD
6 6" OD

Mounting



KVF2 Arm-Mounted Area Lighting

Mounting Height Correction Factor
(Multiply the fc level by the correction factor)
20 ft.= 2.25
25 ft.= 1.44
35 ft.= 0.73
40 ft.= 0.56

NOTES:
1 Photometric data for other distributions can be accessed from the Lithonia Lighting

Web site (www.lithonia.com).
2 For electrical characteristics, consult technical data tab.
3 Tested to current IES and NEMA standards under stabilized laboratory conditions.

Various operatingfactors can cause differences between laboratory and actual
field measurements. Dimensions andspecifications are based on the most current
available data and are subject to change.

© 2007-2010 Acuity Brands Lighting, Inc. All rights reserved/ Rev. 5/25/10Sheet #: KVF2-M-S

Existing Mounting Height
New Mounting Height

=  Correction factor( )
2

Lithonia Lighting
Outdoor Lighting
One Lithonia Way, Conyers, GA 30012
Phone: 770-922-9000  Fax: 770-918-1209
www.lithonia.com
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ISOILLUMINANCE PLOT (Footcandle)

400W lamp, rated 50000 
lumens. Footcandle values based on 20'
mounting height.
Classification: Type II, Medium, Full Cutoff
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TEST NO: LTL11324KVF2 400S R3FL
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ISOILLUMINANCE PLOT (Footcandle)

1000W lamp, rated 110000 
lumens. Footcandle values based on 20'
mounting height.
Classification: Type IV, Short, Cutoff
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TEST NO: LTL11381KVF2 1000M ASYDL
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ISOILLUMINANCE PLOT (Footcandle)

250W pulse start metal halide lamp, rated 22500 
lumens. Footcandle values based on 20'
mounting height.
Classification: Type II, Short, Full Cutoff
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TEST NO: LTL11250PKVF2 250M SR2FL
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ISOILLUMINANCE PLOT (Footcandle)

400W pulse start metal halide lamp, rated 42000 
lumens. Footcandle values based on 20'
mounting height.
Classification: Type IV, Short, Full Cutoff
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TEST NO: LTL9432PKVF2 400M SYMFL



Catalog Number

Notes Type

FEATURES & SPECIFICATIONS
CONSTRUCTION — Weldable-grade, hot-rolled, commercial-quality carbon
steel tubing with a minimum yield of 55,000 psi (11-gauge), or 50,000 psi (7-
gauge). Uniform wall thickness of .125" or .188". Shaft is one-piece with a full-
length longitudinal high-frequency electric resistance weld. Uniformly
square in cross-section with flat sides, small corner radii and excellent
torsional qualities. Available shaft widths are 4, 5 and 6 inches.
Anchor base is fabricated from hot-rolled carbon steel plate conforming to
ASTM A36, that meets or exceeds a minimum-yield strength of 36,000 psi. Base
plate and shaft are circumferentially welded top and bottom. Base cover is
finished to match pole.
A handhole having nominal dimensions of 3" x 5" for all shafts. Included is a
cover with attachment screws.
Top cap provided with all drill-mount poles.
Fasteners are high-strength galvanized, zinc-plated or stainless steel.
FINISH — Must specify finish.
GROUNDING — Provision located immediately inside handhole rim. Ground-
ing hardware is not included (provided by others).
ANCHOR BOLTS —  Top portion of anchor bolt is galvanized per ASTM A-153.
Made of steel rod having a minimum yield strength of 55,000 psi.

Anchor Base Poles

SSS
SQUARE STRAIGHT STEEL

Outdoor Sheet #: Pole-SSS               PL-320

Lead times will vary depending on options selected. Consult with your sales representative.
Example: SSS 20 5C DM19 DDB

ORDERING INFORMATION

NOTES:
1 When ordering tenon mounting and drill mounting for the same

pole, follow this example: DM28/T20.  The combination includes a
required extra handhole.

2 The drilling template to be used for a particular luminaire depends
on the luminaire that is used. Refer to the Technical Data Section
of the Outdoor Binder for Drilling Templates.

3 Insert "1" or "2" to designate fixture size; e.g. DM19AST2.
4 Specify location and orientation when ordering option.

For 1st "x": Specify the height in feet above base of pole.
Example:  5ft = 5 and 20ft = 20

For 2nd "x": Specify orientation from handhole (A,B,C,D)
Refer to the Handhole Orientation diagram above.

5 Horizontal arm is 18" x 2-3/8" O.D. tenon standard.
6 Combination of tenon-top and drill mount includes extra handhole.
7 Additional colors available; see www.lithonia.com/archcolors or

Architectural Colors brochure (Form No. 794.3). Powder finish
standard.

SSS

Series

SSS

Nominal fixture
mounting height

10 – 39 feet
(see back page.)

Nominal shaft base size/
wall thickness

(See back page.)

Mounting1

Tenon mounting
PT Open top

T20 2-3/8" O.D. (2" NPS)
T25 2-7/8" O.D. (2-1/2"

NPS)
T30 3-1/2" O.D. (3" NPS)
T35 4" O.D. (3-1/2" NPS)

Drill mounting2

DM19 1 at 90°
DM28 2 at 180°

DM28PL 2 at 180° with one
side plugged

DM29 2 at 90°
DM39 3 at 90°
DM49 4 at 90°

AERIS™/OMERO™ Drill mounting2

DM19AS 1 at 90°
DM28AS 2 at 180°
DM29AS 2 at 90°
DM39AS 3 at 90°
DM49AS 4 at 90°

AERIS™ Suspend drill mounting2,3

DM19AST_ 1 at 90°
DM28AST_ 2 at 180°
DM29AST_ 2 at 90°
DM39AST_ 3 at 90°
DM49AST_ 4 at 90°

OMERO™ Suspend drill
mounting2,3

DM19MRT_ 1 at 90°
DM28MRT_ 2 at 180°
DM29MRT_ 2 at 90°
DM39MRT_ 3 at 90°
DM49MRT_ 4 at 90°

Options

Shipped installed
L/AB Less anchor bolts

VD Vibration damper
TP Tamper proof

H1-185xx Horizontal arm bracket
(1 fixture)4,5

FDLxx Festoon outlet less
electrical4

CPL12 xx 1/2" coupling4

CPL34 xx 3/4" coupling4

CPL1 xx 1" coupling4

NPL12 xx 1/2" threaded nipple4

NPL34 xx 3/4" threaded nipple4

NPL1 xx 1" threaded nipple4

EHHxx Extra handhole4,6

Finish7

Standard colors
DDB Dark bronze

DWH White
DBL Black

DMB Medium bronze
DNA Natural aluminum

GALV Galvanized finish
Classic colors

DSS Sandstone
DGC Charcoal gray
DTG Tennis green
DBR Bright red
DSB Steel blue

Architectural colors
(powder finish)7

HANDHOLE ORIENTATION

A
Handhole

B

C

D



Lithonia Lighting
Outdoor
One Lithonia Way, Conyers, GA 30012
Phone: 770-922-9000 Fax: 770-918-1209
www.lithonia.com

SSS  Square Straight Steel Poles

IMPORTANT:
• These specifications are intended for general purposes only. Lithonia reserves the
right to change material or design, without prior notice, in a continuing effort to
upgrade its products.

IMPORTANT INSTALLATION NOTES:
• Do not erect poles without having fixtures installed.
• Factory-supplied templates must be used when setting anchor bolts. Lithonia
Lighting will not accept claim for incorrect anchorage placement due to failure to use
Lithonia Lighting factory templates.
• If poles are stored outside, all protective wrapping must be removed immediately
upon delivery to prevent finish damage.
• Lithonia Lighting is not responsible for the foundation design.

TECHNICAL INFORMATION
EPA (ft2) with 1.3 gust

Nominal Wall Approximate
Catalog shaft Pole Shaft Thickness 80 Max. 90 Max. 100 Max. Bolt Circle Bolt Size ship weight
Number length (feet) Size (in x ft) (inches) Gauge mph weight mph weight mph weight (inches) (in. x in. x in.) (pounds)
SSS 10 4C 10 4.0 x 10.0 0.125 11 30.6 765 23.8 595 18.9 473 8--9 3/4 x 18 x 3 75
SSS 12 4C 12 4.0 x 12.0 0.125 11 24.4 610 18.8 470 14.8 370 8--9 3/4 x 18 x 3 90

SSS 14 4C 14 4.0 x 14.0 0.125 11 19.9 498 15.1 378 11.7 293 8--9 3/4 x 18 x 3 100
SSS 16 4C 16 4.0 x 16.0 0.125 11 15.9 398 11.8 295 8.9 223 8--9 3/4 x 18 x 3 115
SSS 18 4C 18 4.0 x 18.0 0.125 11 12.6 315 9.2 230 6.7 168 8--9 3/4 x 18 x 3 125

SSS 20 4C 20 4.0 x 20.0 0.125 11 9.6 240 6.7 167 4.5 150 8--9 3/4 x 18 x 3 140
SSS 20 4G 20 4.0 x 20.0 0.188 7 14.0 350 11.0 275 8.0 200 8--9 3/4 x 30 x 3 198
SSS 20 5C 20 5.0 x 20.0 0.125 11 17.7 443 12.7 343 9.4 235 10--12 1 x 36 x 4 185

SSS 20 5G 20 5.0 x 20.0 0.188 7 28.1 703 21.4 535 16.2 405 10--12 1 x 36 x 4 265
SSS 25 4C 25 4.0 x 25.0 0.125 11 4.8 150 2.6 100 1.0 50 8--9 3/4 x 18 x 3 170
SSS 25 4G 25 4.0 x 25.0 0.188 7 10.8 270 7.7 188 5.4 135 8--9 3/4 x 30 x 3 245

SSS 25 5C 25 5.0 x 25.0 0.125 11 9.8 245 6.3 157 3.7 150 10--12 1 x 36 x 4 225
SSS 25 5G 25 5.0 x 25.0 0.188 7 18.5 463 13.3 333 9.5 238 10--12 1 x 36 x 4 360
SSS 30 4G 30 4.0 x 30.0 0.188 7 6.0 150 4.0 100 2.5 75 8--9 3/4 x 30 x 3 295

SSS 30 5C 30 5.0 x 30.0 0.125 11 4.7 150 2.0 50 -- -- 10--12 1 x 36 x 4 265
SSS 30 5G 30 5.0 x 30.0 0.188 7 10.7 267 6.7 167 3.9 100 10--12 1 x 36 x 4 380
SSS 30 6G 30 6.0 x 30.0 0.188 7 19.0 475 13.2 330 9.0 225 11--13 1 x 36 x 4 520

SSS 35 5G 35 5.0 x 35.0 0.188 7 5.9 150 2.5 100 -- -- 10--12 1 x 36 x 4 440
SSS 35 6G 35 6.0 x 35.0 0.188 7 12.4 310 7.6 190 4.2 105 11--13 1 x 36 x 4 540
SSS 39 6G 39 6.0 x 39.0 0.188 7 7.2 180 3.0 75 -- -- 11--13 1 x 36 x 4 605

BASE DETAIL

B

18"

©1994-2010 Acuity Brands Lighting, Inc. All rights reserved. Rev. 5/11/10Sheet #: Pole-SSS

A

C

Pole Data
Shaft Bolt Bolt Anchor bolt
base circle projection Base Template Anchor bolt and template
size A B square description description number

4"C 8-1/2" 2-3/4"–4" 8" ABTEMPLATE PJ50004 AB18-0 ABSSS-4C
4"G 8-1/2" 2-3/4"–4" 8" ABTEMPLATE PJ50004 AB30-0 ABSSS-4G
5" 10"–12" 3-3/8"–4" 11" ABTEMPLATE PJ50010 AB36-0 ABSSS-5
6" 11"–13" 3-3/8"–4" 12-1/2" ABTEMPLATE PJ50011 AB36-0 N/A
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