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ACER GINNALA 'FLAME' AMUR MAPLE

AUTUMN BRILLIANCE SERVICEBERRY
REDBUD
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REMAINDER
OF C.C.C. SUBDIVISION

QUANTITY

SYMBOL

PLANTING AREA

F  = FOUNDATION PLANTINGS
SF =  STREET FRONTAGE
BY = BUFFER YARD
PI = INTERIOR PARKING LOT
PP = PERIMETER PARKING LOT
D = DUMPSTER SCREENING
PD = POND PLANTINGS

LANDSCAPE PLAN NOTES

SEED OR SOD (ALTERNATE)- ALL SOD SHALL BE CERTIFIED GRADE CULTIVATED GRASS
SOD: OF "ADVENTURE BLEND" TURF TYPE TALL FESCUE (BY GENERAL CONTRACTOR).
REFER TO CHART OF L200 FOR SEED MIX & COORDINATE WITH OWNER

LANDSCAPE BED EDGE (TYP.)

MULCH

-NOTE-
ANY EXISTING TREE(S) THAT MAY REQUIRE

REMOVAL BUT ARE NOT SHOWN ON THE PLAN AS
BEING REMOVED MAY BE DONE SO, AS LONG AS
THE TREE(S) ARE RELOCATED TO AN APPROVED

ALTERNATIVE LOCATION ON SITE.
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GENERAL NOTES

1. IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND THE PLANT LIST, THE PLAN SHALL DICTATE.  IF IN QUESTION, CONTACT THE LANDSCAPE DESIGNER.
2. ALL SHRUBS PLANTING AREAS TO BE COVERED WITH 3" THICK LAYER OF SHREDDED HARDWOOD BARK MULCH.  ALL GROUND COVER BEDS SHALL BE COVERED WITH 1"

SHREDDED HARDWOOD BARK MULCH.  BARK MULCH SHALL BE APPROVED BY LANDSCAPE DESIGNER AND SHALL BE UNIFORM IN TEXTURE AND COLOR AND SHALL BE
OBTAINED FROM SAWMILL OR LUMBERING OPERATIONS.  NO UTILITY MULCH OR PROCESSED TREE TRIMMINGS WILL BE ALLOWED.

3. AN APPROVED PRE-EMERGENT HERBICIDE SHALL BE APPLIED IN ALL PLANTING AND GROUND COVER BEDS AT RATES SPECIFIED BY MANUFACTURER FOR EACH VARIETY
OF PLANT.

4. FINAL PLACEMENT OF PLANT MATERIALS, ETC. SHALL BE APPROVED BY LANDSCAPE DESIGNER BEFORE PLANTING OPERATIONS ARE TO PROCEED.  ALL TREE LOCATIONS
SHALL BE MARKED WITH A WOODEN STAKE INDICATING VARIETY AND SIZE OF TREE.  ALL GROUND COVER AND MULCH BED LINES SHALL BE MARKED BY A HIGHLY VISIBLE
PAINT LINE WITH OCCASIONAL WOOD STAKES FOR REFERENCE.  ALL STAKES SHALL BE REMOVED FOLLOWING PLANTINGS OPERATIONS.  LANDSCAPE DESIGNER
RESERVES THE RIGHT TO ADJUST PLANT LOCATIONS ON SITE.

5. NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE ALLOWED.  IF PLANTS ARE SHOWN TO BE UNAVAILABLE, THE CONTRACTOR SHALL NOTIFY LANDSCAPE DESIGNER PRIOR
TO BID DATE IN WRITING.  ALL PLANTS SHALL BE INSPECTED AND TAGGED WITH PROJECT IDENTIFICATION AT NURSERY OR CONTRACTORS OPERATION PRIOR TO MOVING
TO JOB SITE.  PLANTS MAY ALSO BE INSPECTED AND APPROVED OR REJECTED ON THE JOB SITE.

6. ALL PLANTS ARE TO MEET OR EXCEED AMERICAN STANDARDS FOR NURSERY STOCK, LATEST EDITION, AS SET FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN.
7. PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE WILL BE PLACED WHERE THEY WILL NOT CONFLICT WITH CONSTRUCTION OPERATIONS AND AS DIRECTED BY

OWNER.
8. THE LANDSCAPE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES THAT MAY BE REQUIRED FOR HIS PORTION OF WORK.
9. PEAT MOSS TO BE USED ON PROJECT SHALL BE A DOMESTIC OR IMPORTED MATERIAL, CHOCOLATE BROWN IN COLOR AND COMPOSED OF PARTIALLY DECOMPOSED

VEGETABLE MATERIAL.  PEAT MOSS TO ALSO BE MILDLY ACIDIC IN CHARACTER AND SHALL MEET APPROVAL OF LANDSCAPE DESIGNER.
10. LANDSCAPE CONTRACTOR SHALL NOTIFY LANDSCAPE DESIGNER IN WRITING PRIOR TO BID DATE OF ANY PLANTS THAT HE FEELS MAY NOT SURVIVE IN LOCATIONS

NOTED.
11. CONTRACTOR TO SUBMIT UNIT PRICES ON EVERY TYPE OF WORK AS REQUESTED BY LANDSCAPE DESIGNER.
12. BACKFILL FOR SHRUB PLANTING SHALL BE 75% APPROVED TOPSOIL AND 25% APPROVED PEAT MOSS.  TOP LAYER OF BACKFILL SHALL BE 100% EXISTING TOPSOIL.  A

5-10-5 ANALYSIS SLOW RELEASE FERTILIZER SHALL BE INCORPORATED INTO BACKFILL AT APPROVED RATES.
13. PLANTS SHALL BE CERTIFIED BY THE STATE OF INDIANA DEPARTMENT OF NATURAL RESOURCES AND FREE FROM DISEASE OR HAZARDOUS INSECTS.
14. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ALL EXISTING UTILITIES PERTAINING TO THEIR PHASE OF WORK.  UTILITIES ARE SHOWN TO BE

APPROXIMATE. CALL UTILITY LOCATE PRIOR TO ANY PLACEMENT OF PLANT MATERIAL OR OTHER LANDSCAPE MATERIAL.
15. MASTER TREE LIST TO BE USED WHEN TREES ARE PLANTED WITHIN 20 FEET OF SWALES, STORM PIPES, OR POND TOP OF BANK.
16. STREET TREES SHALL NOT BE WITHIN 4 FEET OF ANY PAVEMENT, SIDEWALKS OR TRAILS.
17. THERE SHALL BE NO TREES WITHIN 10 FEET OF ANY STORM SEWER INCLUDING SSD.
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REQUIREMENT: PROVIDED:

LANDSCAPE ORDINANCE REQUIREMENTS

SECTION 6.H: GENERAL SCREENING STANDARDS
- GROUND-MOUNTED HEATING AND COOLING UNITS MUST BE COMPLETELY SCREENED FROM ALL
GROUND-LEVEL VIEWPOINTS
-  DUMPSTER ENCLOSURES

-  6' HIGH SCREEN OF EVERGREEN TREES PLANTED 9' ON CENTER IN A DOUBLE STAGGERED ROW

SECTION 6.K:  LOT LANDSCAPING REQUIREMENTS
-  2 SHADE TREES, 3 ORNAMENTAL OR EVERGREEN TREES, AND 10 SHRUBS PER ACRE

SECTION  6.L:  FOUNDATION PLANTINGS
-  FRONT BUILDING FACADE

- 1 SHRUB OR ORNAMENTAL TREE PER 12 LINEAL FEET
-  PLANTING BEDS MUST BE 8' WIDE AND PLACED WITHIN 15' OF THE BUILDING

-  UNBROKEN EXPANSES OF FACADES OR FENCES 80' OR LONGER
-  PLANT MATERIALS SPACED APPROXIMATELY EVERY 40'

-  MONUMENT SIGNS SHALL HAVE A LANDSCAPED AREA WITH A SIZE EQUIVALENT TO ONE SIDE OF THE
MONUMENT SIGN'S FACE.

- EVERGREEN TREES 9' ON
CENTER AROUND TRASH
ENCLOSURE

REQUIRED:

20 ACRES
-  40 SHADE TREES
-  60 ORNAMENTAL OR
EVERGREEN TREES
-  200 SHRUBS

WEST FACADE ~ 270'
- 23 SHRUBS OR
ORNAMENTAL TREES

NORTH FACADE ~ 130'
- 11 SHRUBS OR
ORNAMENTAL TREES
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SECTION  6.M:  EXTERNAL STREET FRONTAGE
-  MINIMUM LANDSCAPING AREA DEPTH OF 10'
-  3 SHADE OR EVERGREEN TREES, 2 ORNAMENTAL TREES, AND 25 SHRUBS PER 100 LINEAL FEET.  MAY
BE CREDITED TOWARD PARKING AREA LANDSCAPING IF WITHIN 20'.

151 ST ~ 537 LF
- 17 SHADE TREES
- 11 ORNAMENTAL TREES
- 135 SHRUBS
TOWNE RD ~ 1,200 LF
- 36 SHADE TREES
- 24 ORNAMENTAL TREES
- 300 SHRUBS

SECTION  6.O.1:  INTERIOR PARKING AREA LANDSCAPING
-  10% OF PARKING AREA TO BE ISLANDS
-  1 TREE AND 4 SHRUBS PER PARKING LOT ISLAND

PARKING AREA ~ 88,983 SF
-  8,899 SF ISLANDS
-  1 TREE AND 4 SHRUBS
PER ISLAND

SECTION  6.O.2: PERIMETER PARKING AREA LANDSCAPING
-  5' WIDE MINIMUM
-  1 TREE PER 30 LINEAR FEET
-  1 SHRUB PER 3 LINEAR FEET
-  ONLY REQUIRED WHERE PARKING LOT IS WITHIN AN ESTABLISHED YARD OR WITHIN 20' OF A LOT LINE

PARKING ~ 430 LF ALONG
TOWNE RD.
-  15 TREES
-  144 SHRUBS

SECTION  6.N:  BUFFER YARD REQUIREMENTS
-  30' WIDTH
-  3 SHADE TREES, 3 EVERGREEN TREES, AND 10 SHRUBS PER 100 LINEAR FEET

EAST ~ 1,200 LF
-  36 SHADE TREES
-  36 EVERGREEN TREES
-  120 SHRUBS

PARKING
-  10 TREES FROM EXTERNAL
STREET FRONTAGE
-  5 TREES
-  145 SHRUBS

PARKING AREA ~ 88,983 SF
-  10,366 SF ISLANDS
-  1 TREE AND 4 SHRUBS
PER ISLAND

WEST FACADE ~ 270'
- 23 SHRUBS

NORTH FACADE
- 11 SHRUBS

151 ST
- 17 SHADE TREES
- 11 ORNAMENTAL TREES
- 135 SHRUBS
TOWNE RD
- 36 SHADE TREES
- 24 ORNAMENTAL TREES
- 300 SHRUBS

20 ACRES
-  89 SHADE TREES
-  54 ORNAMENTAL TREES
-  18 EVERGREEN TREES
-  768 SHRUBS

- EVERGREEN TREES 9' ON
CENTER AROUND TRASH
ENCLOSURE
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PLANT SCHEDULE
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SEE PLAN MIN. 18"

MIN 18"

MIN 18"

MIN 18"
MIN 18"

MIN 18"

TmD

IgS

TmW

ToH

ToL THUJA OCCIDENTALIS 'LITTLE GIANT'

THUJA OCCIDENTALIS 'HOLMSTRUP'

TAXUS X MEDIA 'WARDII'

ILEX GLABRA 'SHAMROCK'

TAXUS X MEDIA 'DENSIFORMIS' DENSE SPREADING YEW

SHAMROCK INKBERRY

SPREADING YEW

HOLMSTRUP ARBORVITAE

LITTLE GIANT ARBORVITAE #3

#3

#3

#3

#3

X

X

X

X

X

SEE PLAN

SEE PLAN

SEE PLAN

SEE PLAN

SEE PLAN MIN 18"

MIN 18"

MIN 18"

MIN 18"

MIN 18"

17

9
16

24

10

10

12

13

14
4

5

11

70
56

62

54
63

65

22

66

60

66

54

ZsG ZELKOVA SERRATA 'GREEN VASE' GREEN VASE ZELKOVA X SEE PLAN12

HEIGHT/WIDTH

50'/40'

45'/35'

70'/35'
50'/30'

80'/80'

70'/50'
60'/50'

60'/25'

30'/15'

PA PICEA ABIES NORWAY SPRUCE 6' X SEE PLAN X14 50'/30'

15'/15'

20'/15'
25'/30'

20'/25'

20'/20'

7'/4'
8'/8'

10'/13'

4'/5'
3'/3'

5'/5'

3'/6'

4'/5'

3'/8'

15'/5'

4'/4'

X
2"

2"

2"

2"

ImC ILEX X MESERVEAE 'CHINA TWINS' CHINA TWINS HOLLY #3 X SEE PLAN MIN 18"23 10'/8'

MIN 8'

MIN 8'
MIN 8'

MIN 8'

MIN 8'
MIN 8'

2"
2"

2"

2"

2"
2"

2"

QUANTITY

SYMBOL

PLANTING AREA

F  = FOUNDATION PLANTINGS
SF =  STREET FRONTAGE
BY = BUFFER YARD
PI = INTERIOR PARKING LOT
PP = PERIMETER PARKING LOT
D = DUMPSTER SCREENING
PD = POND PLANTINGS

LANDSCAPE PLAN NOTES

SOD (ALTERNATE)- ALL SOD SHALL BE CERTIFIED GRADE CULTIVATED GRASS
SOD: OF "ADVENTURE BLEND" TURF TYPE TALL FESCUE (BY GENERAL
CONTRACTOR)

LANDSCAPE BED EDGE (TYP.)

MULCH

-NOTE-
ANY EXISTING TREE(S) THAT MAY REQUIRE

REMOVAL BUT ARE NOT SHOWN ON THE PLAN AS
BEING REMOVED MAY BE DONE SO, AS LONG AS
THE TREE(S) ARE RELOCATED TO AN APPROVED

ALTERNATIVE LOCATION ON SITE.
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Know what's below.
before you dig.Call
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GENERAL NOTES

1. IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND THE PLANT LIST, THE PLAN SHALL DICTATE.  IF IN QUESTION, CONTACT THE LANDSCAPE DESIGNER.
2. ALL SHRUBS PLANTING AREAS TO BE COVERED WITH 3" THICK LAYER OF SHREDDED HARDWOOD BARK MULCH.  ALL GROUND COVER BEDS SHALL BE COVERED WITH 1"

SHREDDED HARDWOOD BARK MULCH.  BARK MULCH SHALL BE APPROVED BY LANDSCAPE DESIGNER AND SHALL BE UNIFORM IN TEXTURE AND COLOR AND SHALL BE
OBTAINED FROM SAWMILL OR LUMBERING OPERATIONS.  NO UTILITY MULCH OR PROCESSED TREE TRIMMINGS WILL BE ALLOWED.

3. AN APPROVED PRE-EMERGENT HERBICIDE SHALL BE APPLIED IN ALL PLANTING AND GROUND COVER BEDS AT RATES SPECIFIED BY MANUFACTURER FOR EACH VARIETY
OF PLANT.

4. FINAL PLACEMENT OF PLANT MATERIALS, ETC. SHALL BE APPROVED BY LANDSCAPE DESIGNER BEFORE PLANTING OPERATIONS ARE TO PROCEED.  ALL TREE LOCATIONS
SHALL BE MARKED WITH A WOODEN STAKE INDICATING VARIETY AND SIZE OF TREE.  ALL GROUND COVER AND MULCH BED LINES SHALL BE MARKED BY A HIGHLY VISIBLE
PAINT LINE WITH OCCASIONAL WOOD STAKES FOR REFERENCE.  ALL STAKES SHALL BE REMOVED FOLLOWING PLANTINGS OPERATIONS.  LANDSCAPE DESIGNER
RESERVES THE RIGHT TO ADJUST PLANT LOCATIONS ON SITE.

5. NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE ALLOWED.  IF PLANTS ARE SHOWN TO BE UNAVAILABLE, THE CONTRACTOR SHALL NOTIFY LANDSCAPE DESIGNER PRIOR
TO BID DATE IN WRITING.  ALL PLANTS SHALL BE INSPECTED AND TAGGED WITH PROJECT IDENTIFICATION AT NURSERY OR CONTRACTORS OPERATION PRIOR TO MOVING
TO JOB SITE.  PLANTS MAY ALSO BE INSPECTED AND APPROVED OR REJECTED ON THE JOB SITE.

6. ALL PLANTS ARE TO MEET OR EXCEED AMERICAN STANDARDS FOR NURSERY STOCK, LATEST EDITION, AS SET FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN.
7. PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE WILL BE PLACED WHERE THEY WILL NOT CONFLICT WITH CONSTRUCTION OPERATIONS AND AS DIRECTED BY

OWNER.
8. THE LANDSCAPE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES THAT MAY BE REQUIRED FOR HIS PORTION OF WORK.
9. PEAT MOSS TO BE USED ON PROJECT SHALL BE A DOMESTIC OR IMPORTED MATERIAL, CHOCOLATE BROWN IN COLOR AND COMPOSED OF PARTIALLY DECOMPOSED

VEGETABLE MATERIAL.  PEAT MOSS TO ALSO BE MILDLY ACIDIC IN CHARACTER AND SHALL MEET APPROVAL OF LANDSCAPE DESIGNER.
10. LANDSCAPE CONTRACTOR SHALL NOTIFY LANDSCAPE DESIGNER IN WRITING PRIOR TO BID DATE OF ANY PLANTS THAT HE FEELS MAY NOT SURVIVE IN LOCATIONS

NOTED.
11. CONTRACTOR TO SUBMIT UNIT PRICES ON EVERY TYPE OF WORK AS REQUESTED BY LANDSCAPE DESIGNER.
12. BACKFILL FOR SHRUB PLANTING SHALL BE 75% APPROVED TOPSOIL AND 25% APPROVED PEAT MOSS.  TOP LAYER OF BACKFILL SHALL BE 100% EXISTING TOPSOIL.  A

5-10-5 ANALYSIS SLOW RELEASE FERTILIZER SHALL BE INCORPORATED INTO BACKFILL AT APPROVED RATES.
13. PLANTS SHALL BE CERTIFIED BY THE STATE OF INDIANA DEPARTMENT OF NATURAL RESOURCES AND FREE FROM DISEASE OR HAZARDOUS INSECTS.
14. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ALL EXISTING UTILITIES PERTAINING TO THEIR PHASE OF WORK.  UTILITIES ARE SHOWN TO BE

APPROXIMATE. CALL UTILITY LOCATE PRIOR TO ANY PLACEMENT OF PLANT MATERIAL OR OTHER LANDSCAPE MATERIAL.
15. MASTER TREE LIST TO BE USED WHEN TREES ARE PLANTED WITHIN 20 FEET OF SWALES, STORM PIPES, OR POND TOP OF BANK.
16. STREET TREES SHALL NOT BE WITHIN 4 FEET OF ANY PAVEMENT, SIDEWALKS OR TRAILS.
17. THERE SHALL BE NO TREES WITHIN 10 FEET OF ANY STORM SEWER INCLUDING SSD.
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QUANTITY

SYMBOL

PLANTING AREA

F  = FOUNDATION PLANTINGS
SF =  STREET FRONTAGE
BY = BUFFER YARD
PI = INTERIOR PARKING LOT
PP = PERIMETER PARKING LOT
D = DUMPSTER SCREENING
PD = POND PLANTINGS
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Know what's below.
before you dig.Call

R

A
PPR

O
V

A
L P

EN
D

IN
G

N
O

T F
O

R
 C

O
N

STR
U

C
TIO

N

C
E

N
T

R
A

L
 C

H
R

IS
T

IA
N

 C
H

U
R

C
H

SU
BM

IT
TE

D
 F

O
R

 IN
IT

IA
L 

R
EV

IE
W

10
.3

0.
20

15
M

LT

W

S

N

E

R
EV

IS
ED

 F
O

R
 R

EV
IE

W
 C

O
M

M
EN

TS
02

.0
9.

20
16

M
LT

DETAIL 1
SCALE:  1" = 10'

DETAIL 2
SCALE:  1" = 10'
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NOTES:
· SEE LANDSCAPE NOTES FOR THE TYPE OF MULCH MATERIAL TO USE.
· TOP OF ROOT BALL TO BE SET 4" HIGHER THAN ADJACENT EARTH GRADE.

2'
(M

IN
.)

REMOVE BURLAP FROM TOP
1/3 OF THE BALL, REMOVE
ALL ROPE, AND METAL BASKETS

INSTALL APPROVED
ATTACHMENT DEVICES TO
STABILIZE TREE.
MATERIALS SHOULD BE
FLEXIBLE AND ALLOW FOR
MOVEMENT SO THAT
TRUNK TAPER DEVELOPS
CORRECTLY.

SHADE TREE PLANTING DETAIL

WEED FABRIC:
NONWOVEN NEEDLE
PUNCHED, 5 OUNCE OR
GREATER, WATER PERMEABLE.

3" LAYER OF SHREDDED
HARDWOOD MULCH.

PRE-EMERGANCE HERBICIDE

FINISH GRADE

EXISTING SUBSOIL
OR COMPACTED
BACKFILL.

SCARIFY PIT SIDES
AND BOTTOM NO LESS
THAN 2" DEEP.

PLACE ROOT BALL
1"-2" HIGHER THAN

FINISHED GRADE

ROLL BACK TOP 1/3
BURLAP, CUT AND

REMOVE ALL
TWINE AND WIRE.

PREPARED PLANTING SOIL
SHALL BE EQUAL PARTS

SPAGNUM PEAT MOSS,
COMPOSTED MANURE, AND

EXISTING SOIL. FIRMLY TAMP
AND WATER BACKFILL.

SHRUB & SMALL TREE PLANTING DETAIL

NOTE:
GRAVEL MOW STRIP IS NOT REQUIRED WHERE
PLANTING BEDS OR CONCRETE FLATWORK IS
DIRECTLY ADJACENT TO BUILDING.

12"

TREES OF THE SAME SPECIES
TO BE MATCHED IN GROWTH
CHARACTER AND UNIFORMITY.

TWO - GALVANIZED NO. 12 WIRE GUYS:
FASTEN TO WOOD STAKES.  PLACE
2-PLY RUBBER HOSE ON WIRE AT ALL
POINTS OF TREE CONTACT.

MINIMUM 2-STEEL T-STAKES PER TREE. TOP
OF STAKES TO BE PAINTED WITH
FLUORESCENT PAINT OR EQUIVALENT.

3" LAYER OF SHREDDED
HARDWOOD MULCH.

3" 4"

NOTE: AVOIDING DAMAGE DURING CONSTRUCTION

THE SUREST WAY TO PROTECT TREES THAT ARE TO BE SAVED IS TO:
1. WORK WITH THE BUILDER TO LOCATE AND MARK WITH FLAGGING AND/OR

SIGNS ALL CONSTRUCTION ROADS, PARKING PLACES FOR WORKERS,
AND AREAS FOR STORAGE OF BUILDING MATERIALS, GRAVEL AND SOIL.

2. WORK WITH THE UTILITY CONTRACTORS TO STAKE OUT THE EXACT
LOCATION OF TRENCHES.

3. ERECT PHYSICAL BARRIERS AROUND ALL "SAVED" TREES OR, BETTER
YET, AROUND GROUPS OF TREES, NEAR THE CONSTRUCTION ACTIVITY.

4. EXTEND BARRIERS AS FAR AS POSSIBLE BEYOND DRIPLINE.

HIGH VISABILTIY
PLASTIC MESH
FENCE

(NO SCALE)

TREE PRESERVATION DETAIL

BARRIERS THAT EXTEND BEYOND THE DRIPLINE PROTECT TREES DURING CONSTRUCTION.

EX. GRADE

FENCE POST

HIGH VISABILTIY
PLASTIC MESH

FENCE

WATER DRIP-LINE

EX. TREE
(DRIP-LINE)

PROP. FENCE POST

GRAVEL MOWING STRIP
(NO SCALE)

WEED BARRIER, PER SPECS.

BU
IL

D
IN

G
 F

AC
E

COMPACTED #73 STONE

SPADE CUT EDGE

(NO SCALE)

3 X ROOT BALL DIAMETER

ROOT BALL
DIAMETER

EARTH SAUCER

PLANTING BED

(NO SCALE)

PRUNE ONLY DEAD OR
DAMAGED BRANCHES

TREE PLANTING ON SLOPE
(NO SCALE)

6"

12"

PLAN

EVERGREEN PLANTING & STAKING
(NO SCALE)

3 X ROOT BALL DIAMETER

ROOT BALL
DIAMETER

18
" M

IN
.

SCARIFY SIDES
BEFORE PLANTING

PLANTING BED

EARTH SAUCER

PLACE BASE OF
ROOT FLARE AT

FINISHED GRADE.

DO NOT CUT CENTRAL LEADER.

PRE-EMERGANCE HERBICIDE

FINISH GRADE

LANDSCAPE MOUNDING DETAIL
(NO SCALE)

PE
R

 P
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N

2'

SLOPE PER PLAN
SLOPE PER PLAN

GRADE

w
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TEMPORARY SEED

TABLE 1. TEMPORARY SEEDING SPECIFICATIONS

AUG. 1 - SEPT. 1

GERMAN MILLET

WHEAT OR RYE 150 LBS. 1 TO 1½ INCHES SEPT. 15 - OCT. 30

SPRING OATS 100 LBS. 1 INCH MARCH 1 - APRIL 15

ANNUAL RYEGRASS 40 LBS. ¼ INCH MARCH 1 - MAY 1

40 LBS. 1 TO 2 INCHES MAY 1 - JUNE 1

SUDANGRASS 35 LBS. MAY 1 - JULY 30

BUCKWHEAT 60 LBS.  APRIL 15 - JUNE 1

CORN (BROADCAST) 300 LBS. MAY 11 - AUG. 10

SORGHUM 35 LBS. MAY 1 - JULY 15

1 TO 2 INCHES

1 TO 2 INCHES

1 TO 2 INCHES

1 TO 2 INCHES

1 PERENNIAL SPECIES MAY BE USED AS A TEMPORARY COVER, ESPECIALLY IF THE AREA TO BE
  SEEDED WILL REMAIN IDLE FOR MORE THAN ONE YEAR.
2 SEEDING DONE OUTSIDE THE OPTIMUM SEEDING DATES INCREASES THE CHANCES OF SEEDING  FAILURE. DATES MAY

BE EXTENDED OR SHORTENED BASED ON THE LOCATION OF THE PROJECT
  SITE WITHIN THE STATE.
NOTES
  MULCH ALONE IS AN ACCEPTABLE TEMPORARY COVER AND MAY BE USED IN LIEU OF TEMPORARY
  SEEDING, PROVIDED THAT IT IS APPROPRIATELY ANCHORED.
  A HIGH POTENTIAL FOR FERTILIZER, SEED, AND MULCH TO WASH EXISTS ON STEEP BANKS, CUTS,
  AND IN CHANNELS AND AREAS OF CONCENTRATED FLOW.
SEEDBED PREPARATION
1. TEST SOIL TO DETERMINE PH AND NUTRIENT LEVELS.
2. APPLY SOIL AMENDMENTS AS RECOMMENDED BY THE SOIL TEST. IF TESTING IS NOT DONE, APPLY  400 TO 600

POUNDS PER ACRE OF 12-12-12 ANALYSIS FERTILIZER, OR EQUIVALENT.
3. WORK THE SOIL AMENDMENTS INTO THE UPPER TWO TO FOUR INCHES OF THE SOIL WITH
A DISK OR RAKE OPERATED ACROSS THE SLOPE.
SEEDING
1. SELECT A SEED SPECIES OR AN APPROPRIATE SEED MIXTURE AND APPLICATION RATE FROM TABLE 1.
2. APPLY SEED UNIFORMLY WITH A DRILL OR CULTIPACKER SEEDER OR BY BROADCASTING. PLANT OR COVER SEED TO

THE DEPTH SHOWN IN TABLE 1.
NOTES
1. IF DRILLING OR BROADCASTING THE SEED, ENSURE GOOD SEED-TO-SOIL CONTACT BY FIRMING THE SEEDBED WITH A

ROLLER OR CULTIPACKER AFTER COMPLETING SEEDING OPERATIONS.
2. DAILY SEEDING WHEN THE SOIL IS MOIST IS USUALLY MOST EFFECTIVE.
3. IF SEEDING IS DONE WITH A HYDROSEEDER, FERTILIZER AND MULCH CAN BE APPLIED WITH THE SEED IN A SLURRY

MIXTURE.
3. APPLY MULCH AND ANCHOR IT IN PLACE.
MAINTENANCE
_    INSPECT WITHIN 24 HOURS OF EACH RAIN EVENT AND AT LEAST ONCE EVERY SEVEN CALENDAR DAYS.
_   CHECK FOR EROSION OR MOVEMENT OF MULCH AND REPAIR IMMEDIATELY.
_   MONITOR FOR EROSION DAMAGE AND ADEQUATE COVER (80 PERCENT DENSITY); RESEED, FERTILIZE, AND APPLY

MULCH WHERE NECESSARY.
_   IF NITROGEN DEFICIENCY IS APPARENT, TOP-DRESS FALL SEEDED WHEAT OR RYE SEEDING WITH 50 POUNDS PER

ACRE OF NITROGEN IN FEBRUARY OR MARCH.

REFERENCE IN CHAPTER 7 PAGES 31-33 IN THE INDIANA STORM WATER QUALITY MANUAL

TEMPORARY SEED

TABLE 1. TEMPORARY SEEDING SPECIFICATIONS

SEED SPECIES1                                              RATE PER ACRE                                   PLANTING DEPTH                    OPTIMUM DATES2

NOTES
1. AN OAT OR WHEAT COMPANION OR NURSE CROP MAY BE USED WITH ANY OF THE ABOVE

PERMANENT SEEDING   MIXTURES, AT THE FOLLOWING RATES:
(A) SPRING OATS - ONE-FOURTH TO THREE-FOURTHS BUSHEL PER ACRE
(B) WHEAT - NO MORE THAN ONE-HALF BUSHEL PER ACRE

2. A HIGH POTENTIAL FOR FERTILIZER, SEED, AND MULCH TO WASH EXISTS ON STEEP BANKS,
CUTS, AND IN CHANNELS AND AREAS OF CONCENTRATED

INSTALLATION
1. GRADE THE SITE TO ACHIEVE POSITIVE DRAINAGE.
2. ADD TOPSOIL OR COMPOST MULCH TO ACHIEVE NEEDED DEPTH FOR ESTABLISHMENT OF

VEGETATION. (COMPOST MATERIAL MAY BE ADDED TO IMPROVE SOIL MOISTURE HOLDING
CAPACITY, SOIL FRIABILITY, AND NUTRIENT AVAILABILITY.)

SEEDBED PREPARATION
1. TEST SOIL TO DETERMINE PH AND NUTRIENT LEVELS.
2. APPLY SOIL AMENDMENTS AS RECOMMENDED BY THE SOIL TEST AND WORK INTO THE
  UPPER TWO TO FOUR INCHES OF SOIL. IF TESTING IS NOT DONE, APPLY 400 TO 600
  POUNDS PER ACRE OF 12-12-12 ANALYSIS FERTILIZER, OR EQUIVALENT.
3. TILL THE SOIL TO OBTAIN A UNIFORM SEEDBED. USE A DISK OR RAKE, OPERATED ACROSS
  THE SLOPE, TO WORK THE SOIL AMENDMENTS INTO THE UPPER TWO TO FOUR INCHES OF
  THE SOIL.

SEEDING
OPTIMUM SEEDING DATES ARE MARCH 1 TO MAY 10 AND AUGUST 10 TO SEPTEMBER 30.
PERMANENT SEEDING DONE BETWEEN MAY 10 AND AUGUST 10 MAY NEED TO BE IRRIGATED.
SEEDING OUTSIDE OR BEYOND OPTIMUM SEEDING DATES IS STILL POSSIBLE WITH THE
UNDERSTANDING THAT RESEEDING OR OVERSEEDING MAY BE REQUIRED IF ADEQUATE
SURFACE COVER IS NOT ACHIEVED. RESEEDING OR OVERSEEDING CAN BE EASILY
ACCOMPLISHED IF THE SOIL SURFACE REMAINS WELL PROTECTED WITH MULCH.
1. SELECT A SEEDING MIXTURE AND RATE FROM TABLE 1. SELECT SEED MIXTURE BASED ON

SITE CONDITIONS, SOIL PH, INTENDED LAND USE, AND EXPECTED LEVEL OF
MAINTENANCE.

2. APPLY SEED UNIFORMLY WITH A DRILL OR CULTIPACKER SEEDER OR BY BROADCASTING.
PLANT OR COVER THE SEED TO A DEPTH OF ONE-FOURTH TO ONE-HALF INCH. IF
DRILLING OR BROADCASTING THE SEED, ENSURE GOOD SEED-TO-SOIL CONTACT BY
FIRMING THE SEEDBED WITH A ROLLER OR CULTIPACKER AFTER COMPLETING SEEDING
OPERATIONS. (IF SEEDING IS DONE WITH A HYDROSEEDER, FERTILIZER AND MULCH CAN
BE APPLIED WITH THE SEED IN A SLURRY MIXTURE.)

3. MULCH ALL SEEDED AREAS AND USE APPROPRIATE METHODS TO ANCHOR THE MULCH IN
PLACE. CONSIDER USING EROSION CONTROL BLANKETS ON SLOPING AREAS AND
CONVEYANCE CHANNELS

MAINTENANCE
_        INSPECT WITHIN 24 HOURS OF EACH RAIN EVENT AND AT LEAST ONCE EVERY SEVEN

CALENDAR DAYS UNTIL THE VEGETATION IS SUCCESSFULLY ESTABLISHED.
_        CHARACTERISTICS OF A SUCCESSFUL STAND INCLUDE VIGOROUS DARK GREEN OR 

BLUISHGREEN SEEDLINGS WITH A UNIFORM VEGETATIVE COVER DENSITY OF 90
PERCENT OR MORE.

_        CHECK FOR EROSION OR MOVEMENT OF MULCH.
_        REPAIR DAMAGED, BARE, GULLIED, OR SPARSELY VEGETATED AREAS AND THEN

FERTILIZE, RESEED, AND APPLY AND ANCHOR MULCH.
_        IF PLANT COVER IS SPARSE OR PATCHY, EVALUATE THE PLANT MATERIALS CHOSEN, SOIL

FERTILITY, MOISTURE CONDITION, AND MULCH APPLICATION; REPAIR AFFECTED AREAS
EITHER BY OVERSEEDING OR PREPARING A NEW SEEDBED AND RESEEDING. APPLY
AND ANCHOR MULCH ON THE NEWLY SEEDED AREAS.

_        IF VEGETATION FAILS TO GROW, CONSIDER SOIL TESTING TO DETERMINE SOIL PH OR
NUTRIENT DEFICIENCY PROBLEMS. (CONTACT YOUR SOIL AND WATER CONSERVATION
DISTRICT OR COOPERATIVE EXTENSION OFFICE FOR ASSISTANCE.)

_        IF ADDITIONAL FERTILIZATION IS NEEDED TO GET A SATISFACTORY STAND, DO SO
ACCORDING TO SOIL TEST RECOMMENDATIONS.

_        ADD FERTILIZER THE FOLLOWING GROWING SEASON. FERTILIZE ACCORDING TO SOIL
TEST RECOMMENDATIONS.

_        FERTILIZE TURF AREAS ANNUALLY. APPLY FERTILIZER IN A SPLIT APPLICATION. FOR
COOL-SEASON GRASSES, APPLY ONE-HALF OF THE FERTILIZER IN LATE SPRING AND 
ONE HALF IN EARLY FALL. FOR WARM-SEASON GRASSES, APPLY ONE-THIRD IN EARLY
SPRING, ONE-THIRD IN LATE SPRING, AND THE REMAINING ONE-THIRD IN MIDDLE
SUMMER.

TABLE 1. PERMANENT SEEDING RECOMMENDATIONS
THIS TABLE PROVIDES SEVERAL SEED MIXTURE OPTIONS. ADDITIONAL SEED MIXTURES ARE
AVAILABLE COMMERCIALLY. WHEN SELECTING A MIXTURE, CONSIDER INTENDED LAND USE
AND SITE CONDITIONS, INCLUDING SOIL PROPERTIES (E.G., SOIL PH AND DRAINAGE), SLOPE
ASPECT, AND THE TOLERANCE OF EACH SPECIES TO SHADE AND DROUGHT.

REFERENCE IN CHAPTER 7 PAGES 35-40 IN THE INDIANA STORM WATER QUALITY MANUAL

LAWNS AND HIGH-MAINTENANCE AREAS

1. BLUEGRASS

2. PERENNIAL RYEGRASS
(TURF TYPE)

3. TALL FESCUE (TURF TYPE)
- BLUEGRASS

170 LBS.
30 LBS.

CHANNELS AND AREAS OF CONCENTRATED FLOW

1. PERENNIAL RYEGRASS
- WHITE

2. KENTUCKY BLUEGRASS
- SMOOTH BROMEGRASS
- SWITCHGRASS
- TIMOTHY
- PERENNIAL RYEGRASS
- WHITE CLOVER 

20 LBS.
10 LBS.
3 LBS.
4 LBS.
10 LBS.
2 LBS.

3. TALL FESCUE
- WHITE CLOVER 

150 LBS.
2 LBS.

4. TALL FESCUE
- PERENNIAL RYEGRASS
- KENTUCKY BLUEGRASS

5.5 TO 7.5

140 LBS. 5.5 TO 7.0

60 LBS.
90 LBS. 5.6 TO 7.0

5.6 TO 7.5

150 LBS.
2 LBS. 5.5 TO 7.0

5.5 TO 7.5

5.5 TO 7.5

150 LBS.
20 LBS.
20 LBS.

PERMANENT SEED

SEED MIXTURES                               RATE PER ACRE PURE LIVE SEED               OPTIMUM SOIL PH

SEED MIXTURES                               RATE PER ACRE PURE LIVE SEED               OPTIMUM SOIL PH
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V-CUT LANDSCAPE BED EDGE DETAIL

STAKE TREES ONLY IF NEEDED,
USING STURDY MATERIALS.
ATTACH AT THE LOWEST
BRANCHES, OR NO HIGHER THAN
2/3 THE HEIGHT OF THE TREE.

EXCAVATE SOIL OR MEDIA TO
EXPOSE THE ROOT FLARE JUST
ABOVE THE UPPERMOST ROOTS, TO
IDENTIFY PROPER PLANTING DEPTH.

REMOVE CONTAINER, OR, IF B&B,
REMOVE UPPER 1/3 - 1/2 OF
WRAPPING MATERIAL AND WIRE
BASKET.

BACKFILL PLANTING PIT WITH
NATIVE SOIL MATERIAL.  DO NOT USE
ANY AMENDMENTS.

PLACE TREE ON UNDISTURBED
SUBGRADE OR COMPACT, IF
DISTURBED

REMOVE ALL TAGS, TIES,
STRINGS, TWINE, WIRE,
WRAPPING, ETC.

WRAP SMOOTH BARK TREES, IF
NECESSARY.  USE A LIGHT-COLORED,
FLEXIBLE WRAPPING MATERIAL.

LOCATE ROOT FLARE SLIGHTLY
ABOVE FINISHED GRADE.

EXCAVATE PLANTING PIT 1.5 - 2 TIMES
THE SIZE OF THE ROOT BALL,
MAINTAINING VERTICAL SIDES.

CREATE A MULCH RING TO SLIGHTLY
EXCEED THE DIAMETER OF THE TREE'S
DRIP LINE, FORMING A SAUCER FOR
WATERING.  APPLY SUITABLE
MULCHING MATERIALS 2-4 INCHES
DEEP.  AVOID MOUNDING AGAINST
TRUNK.

WATER THOROUGHLY AFTER
PLANTING

AutoCAD SHX Text
CUT BACK SLOPE  TO PROVIDE  A FLAT SURFACE  FOR PLANTING

AutoCAD SHX Text
EXISTING GROUND

AutoCAD SHX Text
4 INCH DEEP SAUCER

AutoCAD SHX Text
UNDISTURBED SUBSOIL
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BACKFILL MIX
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8' STEEL TEE POST
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WHITE FLAGGING (TYP.)
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DOUBLE STRAND 12 GAUGE WIRE COVERED W/2-PLY RUBBER HOSE PAINTED FLUORESCENT ORANGE
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4 INCHES MULCH
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TREE WRAP
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