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EXTERIOR MATERIAL SCHEDULE

Material:
Mark | Material: Manufacturer Material: Description Sealant: Color
EX1 BORAL PRO-FIT ALPINE LEDGESTONE - COLOR : UMBER CREEK
EX2 BELDEN STRUCTURAL BRICK - COLOR : LIGHTHOUSE VELOUR
TEXTURE : VELOUR. SIZE : 4" x 8" x 16"
EX3 BELDEN STRUCTURAL BRICK - COLOR : CLARET SMOOTH,
TEXTURE : SMOOTH, SIZE :4"x 8" x 16"
EX4 NICHIHA VINTAGEWOOD, COLOR: CEDAR, FINISH: TEXTURED,
SIZE: 18"H x 10'-0"L
EX5 STO STO LOTUSAN SYSTEM, 191 STOLIT, LOUTUSAN 1.5, COLOR, 9433
80 STO WHITE
SR 32 Overlay Standards Comparison
Chapter 5 Description
J. Building Size Requriements Required: min 5000sq.ft. Provided: 13,525 sq.ft.
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Architectural Design req'ts
Building Elevations

a. Building Size Required: provide a defined base, a middle and top with pitched roof or articulated
cornnice

Provided: Comply. Base consists of ledgestone base, middle consisting of structural
brick or textured panel system with an articulated cornice at the top

ii. Flat Roofs a.

b.

C.

Required: three dimensional cornice

Provided: Comply.

Required: Cornice fully integrated into archtiectural design

Provided: Comply.

Required: Vary roof height with a minimum roof difference of 5-0" from
adjacent roof. Maximum horizontal roof line length w/o variation shall be 60% of
total building length

Provided: Partially Comply. 5'-0" height variance not met. Maximum length of
wall variance is below 60% (max 49% along South Elevation).

b. Building Facade: Required: Facades great than 90 feet in length, shall be designed with offsets at
intervals of not greater than 60'-0" in length. Offsets shall be a minimum depth of
4'-0" of the horizontal plane of the overall building.

Provided: partially comply. Offsets are created vertical with changes in material,
however, the 4'-0" dimension is not part of this design.

C. Material: Required: Building shall be constructed with same building material quality and level
on all facades.
Provided: Comply.

d. Openings Required: Building shall be organized such that opening (windows, doors, etc) line up
horizontally an vertically with other openings.
Provided: Comply. See use of covered canopies.

e. Gutters/Downspouts  |Required: Shall be visibly integrated with the architectural style.
Provided: Comply.
f. Roofs Pitched roofs do not apply.
g. Entry
i. Main Entry Required: All building shall be designed with a main entrance and at least two

windows associated with the main entrance.

Provided: Comply.

ii. Main Entry Required: Building entrance shall be clearly defined and articulated with multiple
architectural elements appropriate to the architectural style and details of the building.
Provided: Comply. See tower element.

h. Windows

i Required: All window designs shall be compatible with the style, materials, color and
proportion of the building.
Provided: Comply.

ii. Required: Window trim and other architectural design elements designed to accent
the windows shall be required for all windows.
Provided: Comply with canopies.

i Awnings Awnings do not apply.
J- Drive Thru's Does not apply to elevations review.
k. Building materials

i Required: Masonry shall be the primary exterior building material
Provided: Comply.

ii. Required: Masonry materials shall be used to create a wainscot or brick effect .
Provided: Comply.

iii. Required: 60% of each building facade shall be covered with masonry materials.
Provided: All percentages incorporate masonry or products which give the
appearance of masonry.

East Elevation: 68%
South Elevation:  75%
West Elevation:  71%
North Elevations: 63%

iv. Required: No more than 25% of the of each building facade may be covered with
doors, metal, fiber cement siding, EIFS, polymeric classing, stucco or vinyl exterior
material
Provided: Do not comply

V. Required: Increased use of masonry materials and other architectural ornamentation
shall be required around building entrances and on building facades visible from St
Hwy 32.

Provided: Comply
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