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NOTES:

(1) Layouts are produced using AGI32 software. Technicians have been trained and certified by Light Analysts- Littleton, Colorado.

(2) Itis understood that specification, performance and distribution vary widely among products. The indicated photometric values are for products listed on this document. Any variance during installation or product could cause light levels to shift.
(3) Photometric information and IES files are provided by individual manufacturers. Specified Lighting utilizes standard practices to input these manufacturer provided files into AGI software.

(4) Specified Lighting takes no in the 1 of pi We will use input values to best represent field conditions. However, due to construction methods, design changes and/ or finish options reflectance values
can be altered. It should be understood that these properties can effect the final outcome of light levels.
(5) This layout was produced using documents and information provided by others. Specified Lighting takes no ibility in deeming this ir ion reliable.

(6) SLS is not responsible for field verification or input of environmental criteria on designs that require open or exposed ceiling decks. Photometric studies may be skewed due to unknown ceiling conditions, HVAC components and sturctural elements.
Final light levels can not be guaranteed under these parameters.
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DESCRIPTION

The Galleon™ LED luminaire delivers exceptional performance in a
highly scalable, low-profile design. Patented, high-efficiency AccuLED
Optics™ system provides uniform and energy conscious illumination to
walkways, parking lots, roadways, building areas and security lighting
applications. IP66 rated and UL/cUL Listed for wet locations.

SPECIFICATION FEATURES

McGraw-Edison

Catalog #

Project

Comments

Prepared by

Construction

Extruded aluminum driver
enclosure thermally isolated from
Light Squares for optimal thermal
performance. Heavy-wall, die-
cast aluminum end caps enclose
housing and die-cast aluminum
heat sinks. A unique, patent
pending interlocking housing and
heat sink provides scalability with
superior structural rigidity. 3G
vibration tested. Optional tool-
less hardware available for ease
of entry into electrical chamber.
Housing is IP66 rated.

Optics

Patented, high-efficiency
injection-molded AccuLED

Optics technology. Optics are
precisely designed to shape

the distribution maximizing
efficiency and application spacing.
AccuLED Optics create consistent
distributions with the scalability
to meet customized application
requirements. Offered standard
in 4000K (+/- 275K) CCT 70 CRI.
Optional 6000K CCT and 3000K
CCT.

DIMENSIONS

Electrical

LED drivers are mounted to
removable tray assembly for ease
of maintenance. 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation.
480V is compatible for use with
480V Wye systems only. Standard
with 0-10V dimming. Shipped
standard with Eaton proprietary
circuit module designed to
withstand 10kV of transient line
surge. The Galleon LED luminaire
is suitable for operation in -40°C
to 40°C ambient environments.
For applications with ambient
temperatures exceeding 40°C,
specify the HA (High Ambient)
option. Light Squares are IP66
rated. Greater than 90% lumen
maintenance expected at 60,000
hours. Available in standard 1A
drive current and optional 530mA
and 700mA drive currents.

Mounting

STANDARD ARM MOUNT:
Extruded aluminum arm includes
internal bolt guides allowing for
easy positioning of fixture during
assembly. When mounting two
or more luminaires at 90° and
120° apart, the EA extended arm
may be required. Refer to the
arm mounting requirement table.

Round pole adapter included.

For wall mounting, specify wall
mount bracket option. 3G vibration
rated. QUICK MOUNT ARM: Arm

is bolted directly to the pole and
the fixture slides onto the quick
mount arm and is secured via a
single fastener, facilitating quick
and easy installation. The versatile,
patent pending, quick mount

arm accommodates multiple drill
patterns ranging from 1-1/2" to
4-7/8". Removal of the door on the
quick mount arm enables wiring of
the fixture without having to access
the driver compartment. A knock-
out enables round pole mounting.

Finish

Housing finished in super durable
TGIC polyester powder coat paint,
2.5 mil nominal thickness for
superior protection against fade
and wear. Heat sink is powder
coated black. Standard colors
include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
matches available.

Warranty
Five-year warranty.

—_—

|

o

3/4" [19mm]

NOTES: 1. Optional arm length to be used when mounting two fixtures at 90° on a single pole. 2. EPA calculated

with optional arm length.

F.T-N

Powering Business Worldwide

upn 21-3/4" [553mm]
DIMENSION DATA DRILLING PATTERN
. “Br “B Weight EPA .
E'i“:‘tb;’:;res o Standard | OptionalArm | withArm | with Arm 2 TYPE "N
ght Sq Arm Length Length ' (Ibs.) (Sq. Ft.)
15-1/2" 7" 10" 33
T-4 (394mm) (178mm) (254mm) (15.0 kgs.) 0.96
56 21-5/8" 7" 10" 44 100
(549mm) (178mm) (254mm) (20.0 kgs.) :
27.5/8" 7" 13" 54
78 (702mm) | (178mm) (330mm) (24.5 kgs.) 1.07
910 33-3/4" 7" 16" 63 12
(857mm) (178mm) (406mm) (28.6 kgs.) :

’ Diameter
2 Hole

[51mm]
G? ]:|—7/8” [22mm]
@_ 1-3/4"
3 [44rlnm]

\
~—(2) 9/16" [14mm]
Diameter
Holes

*www.designlights.org

GLEON
GALLEON LED

1-10 Light Squares
Solid State LED

AREA/SITE LUMINAIRE

CERTIFICATION DATA

UL/cUL Wet Location Listed

1SO 9001

LM79 / LM80 Compliant

3G Vibration Rated

P66 Rated

DesignLights Consortium™ Qualified*

ENERGY DATA

Electronic LED Driver

>0.9 Power Factor

<20% Total Harmonic Distortion
120V-277V 50/60Hz

347V & 480V 60Hz

-40°C Min. Temperature

40°C Max. Temperature

50°C Max. Temperature (HA Option)

9*5154,‘“
IS TD500020EN
R 2016-01-29 10:56:52



ARM MOUNTING REQUIREMENTS

GLEON GALLEON LED

Configuration 90° Apart 120° Apart
GLEON-AE-01 Stancnd) Stannd) e
GLEON-AE-02 (Stancind) (Stancind)
GLEON-AE-03 Stancand) (Stanciar)
GLEON-AE-04 (Stancind) (Stancind)
GLEON-AE-05 | 10" (endec Am (Stancind)
GLEON-AE-06 | ¥ g;zztij,:ﬂ)Arm (SQI\JQT@
GLEON-AE-07 | 18 e A | T ey
GLEON-AE-08 | ¥ g;f‘ﬂﬁigfrm e E?éiﬂﬁiﬂf'm
GLEON-AE-09 | 16 :E;;Zﬁ:g)mm b (Eaxéiﬂﬁii)”m
GLEON-AE-10 | 10" Eene A | 18 ey

STANDARD WALL MOUNT

Triple'

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

MAST ARM MOUNT

3" o .
[76mm] ) 1-13/16"
3-13/16" ||\ L [47mm]
[97mm] ~—(2) 27/64"
| | . [spes] oo
10-5/32" 21-3/4" 7" /8" 3-13/64”J Dia. Hole
(256mm] (553mm] [178mmi- 8-1/8" [206mm] (82mm
@
6316" | —
[157mm] 2-7/16"
[61mm]
QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)
1-1/4" [32mm]
o s
A
. ‘ 4-7/8"
6-15/16 [124mm]
[177mm)]
4
[102mm]
0 |
9/16"
[15mm]
Dia. Hole
4-15/16" 3-3/4"
[125mm]— L[96mm]-
QM Quick Mount Arm (Standard) QMEA Quick Mount Arm (Extended) .
T
3-15/16"
[100Imm]
8-7/16" _, 16-9/16"
“A" 21-3/4" [653mm] [215mm] 21-3/4" [553mm] [421mm]
QUICK MOUNT ARM DATA
Number of “A" Weight with QM Arm Weight with QMEA Arm EPA
Light Squares "2 Width (Ibs.) (Ibs.) (Sq. Ft.)
1-4 15-1/2" (394mm) 35 (15.91 kgs.) 38(17.27 kgs.)
5-63 21-5/8" (649mm) 46 (20.91 kgs.) 49 (22.27 kgs.) 1.1
7-8 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)

NOTES: 1 QM option available with 1-8 light square configurations. 2 QMEA option available with 1-6 light square configurations. 3 QMEA arm to be used when mounting two fixtures at 90° on a single pole.

F.T-N

Powering Business Worldwide

Eaton

1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Specifications and
dimensions subject to
change without notice

TD500020EN
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OPTIC ORIENTATION

GLEON GALLEON LED

Street Side

Street Side

House Side

House Side

Street Side

House Side

Standard Optics Rotated Left @ 90° [L90]

OPTICAL DISTRIBUTIONS

Optics Rotated Right @ 90° [R90]

T2 SL2 T3 SL3
(Type I1) (Type Il with Spill Control) (Type 1I) (Type Il with Spill Control)

Asymmetric Area Distributions

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

prhfh('ﬁ

—— Asymmetric Roadway Distributions——————

m
\K

RW
(Rectangular Wide Type 1)

T2R
(Type Il Roadway)

T3R
(Type Ill Roadway)

Y > O
S~

L~

Q o

p d Distributions

(Type V Square Narrow)

Symmertric Distributions

5MQ
(Type V Square Medium)

5NQ 5wa

(Type V Square Wide)

AFL

SLL
(Automotive Frontline)

(90° Spill Light Eliminator Left)

Eaton

1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

F.T-N

Powering Business Worldwide

Specifications and
dimensions subject to
change without notice.

SLR

(90° Spill Light Eliminator Right)

TD500020EN
2016-01-29 10:56:52



GLEON GALLEON LED

NOMINAL POWER AND LUMENS (1A)

Number of Light Squares 1 2 3 4 5 6 7 8 9 10
Drive Current 1A 1A 1A 1A 1A 1A 1A 1A 1A 1A
Nominal Power (Watts) 56 107 157 213 264 315 370 421 475 528
Input Current @ 120V (A) 0.47 0.90 1.31 1.79 2.21 2.64 3.09 3.51 3.96 4.41
Input Current @ 208V (A) 0.28 0.51 0.74 1.02 1.25 1.48 1.76 1.99 222 2.50
Input Current @ 240V (A) 0.25 0.45 0.65 0.90 1.10 1.30 1.55 1.75 1.95 2.20
Input Current @ 277V (A) 0.23 0.41 0.59 0.82 1.00 1.18 1.41 1.59 1.77 2.00
Optics
Lumens 5,272 10,303 15,373 20,313 25,168 30,118 35,618 40,357 45,018 49,842
T BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B4-U0-G5 B4-U0-G5
Lumens 5,597 10,938 16,321 21,565 26,719 31,974 37,813 42,844 47,792 52,914
2R BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B4-U0-G4 B4-U0-G5
Lumens 5,374 10,501 15,669 20,704 25,652 30,697 36,303 41,134 45,884 50,802
b BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5
Lumens 5,493 10,735 16,017 21,164 26,222 31,379 37,110 42,048 46,904 51,930
ToR BUG Rating B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 5,405 10,562 15,760 20,824 25,801 30,875 36,514 41,372 46,150 51,096
TarT BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 5,335 10,426 15,556 20,555 25,468 30,476 36,042 40,838 45,554 50,436
aw BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5 B4-U0-G5
Lumens 5,263 10,285 15,347 20,278 25,124 30,066 35,556 40,288 44,940 49,756
Stz BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5
Lumens 5,373 10,500 15,667 20,701 25,649 30,693 36,298 41,128 45,878 50,794
St BUG Rating B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 5,105 9,976 14,886 19,669 24,370 29,163 34,488 39,078 43,591 48,262
St BUG Rating B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 5,542 10,830 16,160 21,352 26,455 31,658 37,439 42,421 47,320 52,392
oNa BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4
Lumens 5,644 11,029 16,457 21,745 26,942 32,241 38,128 43,202 48,191 53,356
oma BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5
Lumens 5,659 11,059 16,501 21,803 27,014 32,327 38,230 43,317 48,320 53,498
wa BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5 B5-U0-G5 B5-U0-G5
Lumens 4,722 9,227 13,767 18,191 22,539 26,971 31,897 36,141 40,315 44,635
SLUSLR BUG Rating B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 5,492 10,732 16,014 21,159 26,216 31,372 37,101 42,038 46,893 51,918
AW BUG Rating B2-U0-G1 B3-U0-G1 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4
Lumens 5,512 10,771 16,072 21,236 26,311 31,486 37,236 42,191 47,063 52,107
AR BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

* Nominal data for 4000K CCT.

LUMEN MULTIPLIER LUMEN MAINTENANCE
Ambient - -
! Lumen Multiplier Ambient ™ _21 Lumen Theoretical L70
Temperature - Maintenance
PErature | (60,000 Hours) {Hours)
0°C 1.02 ’
o o
10°C 101 25°C > 94% > 350,000
o 0,
25°C 1.00 40°C > 93% > 250,000
oC* o
40°C 0.99 50°C > 90% > 170,000
° * 50°C lumen maintenance data applies to 530mA and
50°C 0.97 700mA drive currents.
Eaton
E ‘T.N 1121 Highway 74 South
Peachtree City, GA 30269 Specifications and
- P: 770-486-4800 dimensions subject to TD500020EN

Powering Business Worldwide www.eaton.com/lighting change without notice. 2016-01-29 10:56:52



NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

Powering Business Worldwide

P: 770-486-4800
www.eaton.com/lighting

dimensions subject to
change without notice.

Number of Light Squares 1 2 3 4 5 6 7 8 9 10
Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA
Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348
Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86
Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69
Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49
Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31
Optics
Lumens 3,854 7,531 11,237 14,847 18,395 22,013 26,033 29,497 32,904 36,430
T BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 4,091 7,995 11,929 15,762 19,529 23,370 27,638 31,316 34,932 38,676
2R BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 3,928 7,676 11,453 15,133 18,750 22,437 26,534 30,065 33,537 37,132
BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5
Lumens 4,015 7,846 11,707 15,469 19,166 22,936 27,124 30,733 34,283 37,957
ToR BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5
Lumens 3,951 7,720 11,519 15,221 18,858 22,567 26,688 30,240 33,732 37,347
TerT BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 3,900 7,620 11,370 15,024 18,615 22,276 26,343 29,849 33,296 36,864
aw BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5
Lumens 3,847 7,518 11,217 14,821 18,364 21,975 25,988 29,447 32,847 36,368
Stz BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5
Lumens 3,927 7,675 11,451 15,131 18,747 22,434 26,531 30,061 33,533 37,126
st BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5
Lumens 3,731 7,292 10,880 14,376 17,812 21,315 25,208 28,562 31,861 35,275
St BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5
Lumens 4,051 7,916 11,811 15,606 19,336 23,139 27,365 31,006 34,587 38,294
ona BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3
Lumens 4,125 8,062 12,029 15,894 19,692 23,565 27,869 31,577 35,224 38,999
sma BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4
Lumens 4,136 8,083 12,061 15,936 19,745 23,628 27,943 31,661 35,318 39,103
owa BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4
Lumens 3,451 6,744 10,063 13,296 16,474 19,714 23,314 26,416 29,467 32,625
SLUSLR BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5
Lumens 4,014 7,844 11,704 15,465 19,162 22,930 27,118 30,726 34,274 37,948
AW BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3
Lumens 4,029 7,873 11,747 15,522 19,231 23,014 27,216 30,838 34,399 38,086
AR BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3
* Nominal data for 4000K CCT.
LUMEN MULTIPLIER LUMEN MAINTENANCE
Teﬁln;:::::t:re Lumen Multiplier Ambient m}ileiuanr::: Theoretical L70
Temperature | (¢ 000 Hours) (Hours)
0°C 1.02
10°C 101 25°C > 94% > 350,000
25°C 1.00 40°C > 93% > 250,000
20°C 0.99 50°C* > 90% > 170,000
50°C 0.97 * ggzsnIAurgz\r;err;irr::r::bce data applies to 530mA and
Eaton
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NOMINAL POWER AND LUMENS (530MA)

GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10
Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA
Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259
Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14
Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26
Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10
Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98
Optics
Lumens 3,079 6,017 8,978 11,862 14,697 17,588 20,800 23,567 26,289 29,106
T BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4
Lumens 3,269 6,388 9,531 12,593 15,603 18,672 22,082 25,020 27,909 30,900
2R BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4
Lumens 3,138 6,133 9,150 12,091 14,980 17,926 21,200 24,021 26,795 29,667
b BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 3,208 6,269 9,354 12,359 15,313 18,325 21,671 24,555 27,390 30,326
ToR BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 3,156 6,168 9,203 12,161 15,067 18,030 21,323 24,160 26,950 29,839
TeRT BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5
Lumens 3,116 6,088 9,084 12,004 14,872 17,797 21,047 23,848 26,602 29,453
aw BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5
Lumens 3,074 6,006 8,962 11,842 14,672 17,558 20,764 23,527 26,244 29,056
Stz BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 3,138 6,132 9,149 12,089 14,978 17,924 21,197 24,018 26,791 29,662
S8 BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 2,981 5,826 8,693 11,486 14,231 17,030 20,140 22,820 25,456 28,184
St BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5
Lumens 3,236 6,324 9,437 12,469 15,449 18,487 21,863 24,773 27,634 30,595
oNa BUG Rating B1-U0-GO B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2
Lumens 3,296 6,441 9,610 12,698 15,733 18,828 22,266 25,229 28,142 31,158
oma BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3
Lumens 3,305 6,458 9,636 12,732 15,775 18,878 22,325 25,296 28,217 31,241
owa BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4
Lumens 2,757 5,388 8,040 10,623 13,162 15,751 18,627 21,105 23,543 26,066
SLUSLR BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4
Lumens 3,207 6,267 9,351 12,356 15,309 18,320 21,666 24,549 27,384 30,319
AW BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3
Lumens 3,219 6,290 9,385 12,401 15,365 18,387 21,745 24,638 27,484 30,429
AR BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3
* Nominal data for 4000K CCT.
LUMEN MULTIPLIER LUMEN MAINTENANCE
Teﬁln;:::::t:re Lumen Multiplier Ambient m}ileiuanr::: Theoretical L70
Temperature | (¢ 000 Hours) (Hours)
0°C 1.02
10°C 101 25°C > 94% > 350,000
25°C 1.00 40°C > 93% > 250,000
20°C 0.99 50°C* > 90% > 170,000
50°C 0.97 * ggzsnIAurgz\r;err;irr::r::bce data applies to 530mA and
Eaton
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ORDERING INFORMATION

GLEON GALLEON LED

Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family "2 | Light Engine ri;:lbse(::;res 3 | Lamp Type Voltage Distribution Color Mounting
GLEON=Galleon AE=1A Drive | 01=1 LED=Solid State | E1=(120-277V) | T2=Type Il AP=Grey [Blank]=Arm for Round
Current 02=2 Light 347=347V ¢© T2R=Type Il Roadway BZ=Bronze or Square Pole
03=3 Emitting 480=480V &7 T3=Type lll BK=Black EA=Extended Arm #
04=4 Diodes T3R=Type Ill Roadway DP=Dark Platinum MA=Mast Arm
05=5 T4FT=Type IV Forward Throw GM=Graphite Metallic Adapter®
06=6 T4W=Type IV Wide WH=White WM=Wall Mount
07=7* 5NQ=Type V Narrow QM=Quick Mount
08=8+* 5MQ=Type V Square Medium Arm (Standard
09=9° 5WQ=Type V Square Wide Length) 1
10=10°% SL2=Type Il w/Spill Control QMEA=Quick Mount
SL3=Type Ill w/Spill Control Arm (Extended
SL4=Type IV w/Spill Control Length)
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right
RW=Rectangular Wide Type |
AFL=Automotive Frontline

Options (Add as Suffix)

Accessories (Order Separately)

2L=Two Circuits "
7030=70 CRI/3000K™
8030=80 CRI/3000K"™

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V

7050=70 CRI/5000K ™

7060=70 CRI/6000K™

530=Drive Current Factory Set to 530mA"®

700=Drive Current Factory Set to 700mA

P=Button Type Photocontrol (120, 208, 240 or 277V)

PER7=NEMA 7-PIN Twistlock Photocontrol Receptacle

R=NEMA Twistlock Photocontrol Receptacle

HA=50°C High Ambient "7

MS/DIM-L08=Motion Sensor for Dimming Operation, Maximum 8' Mounting Height & 19.20.21.22
MS/DIM-L20=Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 8 19.20.21.22
MS/DIM-L40=Motion Sensor for Dimming Operation, 21' - 40' Mounting Height & 1%.20.21
MS/DIM-L40W=Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) & 19.20.21.25
MS/X-L08=Bi-Level Motion Sensor, Maximum 8' Mounting Height & 19.20.21.22.26
MS/X-L20=Bi-Level Motion Sensor, 9' - 20' Mounting Height 1 19.20.21.23,26

MS/X-L40=Bi-Level Motion Sensor, 21' - 40' Mounting Height 18 19.20.21.24.26
MS/X-L40W=Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 1#19.20.21.25.28
MS-L08=Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height & 19.20.21.22
MS-L20=Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height & 19.20.21.23
MS-L40=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height & 19.20.21.24
MS-L40W=Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) '8 19.20.25
DIMRF-LW=LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height %’
DIMRF-LN=LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height #’
L90=0ptics Rotated 90° Left

R90=0ptics Rotated 90° Right

MT=Factory Installed Mesh Top

TH=Tool-less Door Hardware

LCF=Light Square Trim Plate Painted to Match Housing?®

HSS=Factory Installed House Side Shield?®

CE=CE Marking?3®

OA/RA1013=Photocontrol Shorting Cap

OA/RA1014=120V Photocontrol

MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2 @ 180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3 @ 90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2 @ 120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2 @ 180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3 @ 120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3 @ 90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Configuration Tool for Occupancy Sensor *'
GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares
GLEON-QM=Quick Mount Arm Kit "

GLEON-QM-EA=Quick Mount Extended Length Arm Kit™
LS/HSS=Field Installed House Side Shield 2*32

NOTES:

NoopwN

L

Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.

DesignLights Consortium™ Qualified. Refer to www.designlights.org Qualified Products List under Family Models for details.

Standard 4000K CCT and minimum 70 CRI.

Not compatible with extended quick mount arm (QMEA).

Not compatible with standard quick mount arm (QM) or extended quick mount arm (QMEA).

Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.

Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase
High Leg Delta and Three Phase Corner Grounded Delta systems).

May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.

Factory installed.

10. Maximum 8 light squares.
11. Maximum 6 light squares.
12. 2L is not available with MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more

fixtures per pole at 90° or 120°. Refer to arm mounting requirement table.

13. Not available with LumaWatt wireless sensors.

14. Extended lead times apply. Use dedicated IES files for 3000K and 6000K when performing layouts. These files are published on the Galleon luminaire product page on the website.

15. Extended lead times apply. For 8030, factor 7030 IES files x .92 (8% lumen loss). For 7050, use 7060 IES files.

16. 1 Amp standard. Use dedicated IES files for 530mA and 700mA when performing layouts. These files are published on the Galleon luminaire product page on the website.

17.50°C lumen maintenance data applies to 530mA and 700mA drive currents.

18. Consult factory for more information.

19. Utilizes internal step-down transformer when 347V or 480V is selected.

20. The FSIR-100 accessory is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
21. Not available with HA option.

22. Approximately 22' detection diameter at 8' mounting height.

23. Approximately 40' detection diameter at 20' mounting height.

24. Approximately 60' detection diameter at 40' mounting height.

25. Approximately 100" detection diameter at 40' mounting height.

26. Replace X with number of light squares operating in low output mode.

27. LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
28. Not available with house side shield (HSS).

29. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.

30. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.

31. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.

32. One required for each Light Square.

F.T-N
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DESCRIPTION

The patented Lumark Crosstour™ LED Wall Pack Series of luminaries
provides an architectural style with super bright, energy efficient LEDs.
The low-profile, rugged die-cast aluminum construction, universal back
box, stainless steel hardware along with a sealed and gasketed optical
compartment make the Crosstour impervious to contaminants. The
Crosstour wall luminaire is ideal for wall/surface, inverted mount for
fagade/canopy illumination, post/bollard, site lighting, floodlight and low
level pathway illumination including stairs. Typical applications include
building entrances, multi-use facilities, apartment buildings, institutions,
schools, stairways and loading docks test.

SPECIFICATION FEATURES

Lumark

Catalog #

Project

Comments

Prepared by

Construction

Slim, low-profile LED design

with rugged one-piece, die-cast
aluminum hinged removable door
and back box. Matching housing
styles incorporate both a small and
large design. The small housing

is available in 7W and 18W. The
large housing is available in the
26W model. Patent pending secure
lock hinge feature allows for

safe and easy tool-less electrical
connections with the supplied
push-in connectors. Back box
includes three (3) half-inch, NPT
threaded conduit entry points. The
universal back box supports both
the small and large forms and
mounts to standard 3-1/2" to 4”
round and octagonal, 4” square,
single gang and masonry junction
boxes. Key hole gasket allows

for adaptation to junction box or
wall. External fin design extracts
heat from the fixture surface. One-
piece silicone gasket seals door
and back box. Minimum 5” wide
pole for site lighting application.
Not recommended for car wash
applications.

Optical

Silicone sealed optical LED
chamber incorporates a custom
engineered mirrored anodized
reflector providing high-efficiency
illumination. Optical assembly
includes impact-resistant
tempered glass and meets IESNA
requirements for full cutoff
compliance. Solid state LED
Crosstour luminaries are thermally
optimized with five (5) lumen
packages in cool 5000K or neutral
warm 3500K LED color temperature
(CCT).

Electrical

LED driver is mounted to the
die-cast housing for optimal heat
sinking. LED thermal management
system incorporates both
conduction and natural convection
to transfer heat rapidly away

from the LED source. 7W models
operate in -40°C to 40°C [-40°F

to 104°F]. 18W and 26W models
operate in -40°C to 40°C [-40°F to
104°F]. High ambient 50°C models
available. Crosstour luminaires
maintain greater than 90% of initial

light output after 72,000 hours

of operation. Three (3) half-inch
NPT threaded conduit entry points
allow for thru-branch wiring. Back
box is an authorized electrical
wiring compartment. Integral LED
electronic driver incorporates surge
protection. 120-277V 50/60Hz or
347V 60Hz models.

Finish

Crosstour is protected with a
Super durable TGIC carbon

bronze or summit white polyester
powder coat paint. Super durable
TGIC powder coat paint finishes
withstand extreme climate
conditions while providing optimal
color and gloss retention of the
installed life.

Warranty
Five-year warranty.

DIMENSIONS ESCUTCHEON PLATES
[ ]
7W & 18W ° °© °© °
6-3/4" [171mm]
26W
8" [203mm] 10"
[254mm]

o

o

|— 17-1/2" [445mm] 4’

I— 7W & 18W —,

5-3/4" [146mm]
26W
6-5/8" [168mm]

F.T-N
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|_ o
W & 18W —

3-5/8" [92mm]
26W
4" [102mm]

17-1/2"
[445mm]

*www.designlights.org

XTOR
CROSSTOUR LED

APPLICATIONS:
WALL / SURFACE
POST / BOLLARD

LOW LEVEL
FLOODLIGHT
INVERTED
SITE LIGHTING

CERTIFICATION DATA
UL/cUL Wet Location Listed

LM79 / LM80 Compliant

ROHS Compliant

ADA Compliant

NOM Compliant Models

IP66 Ingressed Protection Rated

Title 24 Compliant

DesignLights Consortium® Qualified*

TECHNICAL DATA
40°C Maximum Ambient Temperature
External Supply Wiring 90°C Minimum

EPA

Effective Projected Area (Sq. Ft.):
XTOR1A/XTOR2A=0.34
XTOR3A=0.45

SHIPPING DATA:
Approximate Net Weight:
3.7-5.25Ibs. [1.7 — 2.4 kgs.]

TD514013EN
2015-05-29 11:34:51



LUMEN MAINTENANCE

LUMENS - CRI/CCT TABLE

XTOR CROSSTOUR LED

. TM-21 Lumen . LED Information XTOR1A XTOR2A | XTOR2A-N | XTOR3A | XTOR3A-N
Ambient . Theoretical L70
Temperature Maintenance (Hours) Delivered Lumens
(72,000 Hours) (Wall Mount) 722 1,633 2,804 2,284
XTOR1A Model Delivered Lumens
25°C > 92% > 290,000 (With Flood 468 1,060 2,168 1,738
Accessory Kit) *
40°C >92% > 290,000
B.U.G. Rating 2 B0-U0-GO | B1-U0-GO | B1-U0-GO | B1-U0-GO | B1-U0-GO
50°C >91% > 270,000
CCT
XTOR2A Model (Kelvin) 5,000 5,000 5,000 3,500
25°C 919 270,000
- - fgollor Rendering Index) 65 65 65 70
40°C >90% > 260,000
50°C > 88% > 225,000 iaer Consumprion w 18W 26W 26W
XTOR3A Model NOTES: 1 Includes shield and visor. 2 B.U.G. Rating does not apply to floodlighting.
25°C >91% > 280,000
40°C >91% > 270,000
50°C > 89% > 240,000
CURRENT DRAW
Model Series
Voltage
XTOR1A | XTOR2A | XTOR3A
120V 0.05A 0.15A 0.22A
208V 0.03A 0.08A 0.13A
240V 0.03A 0.07A 0.11A
277V 0.03A 0.06A 0.10A
347V 0.025A 0.058A 0.082A

ORDERING INFORMATION

Sample Number: XTOR2A-N-WT-PC1

Series’ LED Kelvin Color

Housing Color

Options (Add as Suffix)

Accessories (Order Separately)

XTOR1A=Small Door, 7W
XTOR2A=Small Door, 18W
XTOR3A=Small Door, 26W

[Blank]=Bright White
(Standard) 5000K
N=Neutral Warm White,
3500K2

[Blank]=Carbon Bronze
(Standard)
WT=Summit White

PC1=Photocontrol 120V *

PC2=Photocontrol 208-277V **

347V=347V*
HA=50°C High Ambient *

WG/XTOR=Wire Guard ©

XTORFLD-KNC=Knuckle Floodlight Kit 7
XTORFLD-TRN=Trunnion Floodlight Kit 7
XTORFLD-KNC-WT=Knuckle Floodlight Kit, Summit White ?
XTORFLD-TRN-WT=Trunnion Floodlight Kit, Summit White 7

EWP/XTOR=Escutcheon Wall Plate, Carbon Bronze
EWP/XTOR-WT=Escutcheon Wall Plate, Summit White

NOTES: 1 DesignLights Consortium® Qualified. Refer to www.designlights.org Qualified Products List under Family Models for details. 2 XTOR1A not available in 3500K. 3 Photocontrols are factory installed. 4 Order PC2 for
347V models. 5 Thru-branch wiring not available with HA option or with 347V. 6 Wire guard for wall/surface mount. Not for use with floodlight kit accessory. 7 Floodlight kit accessory supplied with knuckle (KNC) or trunnion

(TRN) base, small and large top visors and small and large impact shields.

STOCK ORDERING INFORMATION

7W Series

18W Series

26W Series

XTOR1A=7W, 5000K, Carbon Bronze

XTOR2A=18W, 5000K, Carbon Bronze

XTOR3A=26W, 5000K, Carbon Bronze

XTOR1A-WT=7W, 5000K, Summit White

XTOR2A-N=18W, 3500K, Carbon Bronze

XTOR3A-N=26W, 3500K, Carbon Bronze

XTOR1A-PC1=7W, 5000K, 120V PC, Carbon Bronze

XTOR2A-WT=18W, Summit White

XTOR3A-WT=26W, Summit White

XTOR2A-PC1=18W, 120V PC, Carbon Bronze

XTOR3A-PC1=26W, 120V PC, Carbon Bronze

5-DAY QUICK SHIP ORDERING INFORMATION

7W Series

18W Series

26W Series

XTOR1A-WT-PC1=7W, 5000K, Summit White, 120V PC

XTOR2A-PC2=18W, 5000K, 208-277V PC, Carbon Bronze

XTOR3A-PC2=26W, 5000K, 208-277V PC, Carbon Bronze

XTOR2A-WT-PC1=18W, 5000K, Summit White, 120V PC

XTOR3A-WT-PC1=26W, 5000K, Summit White, 120V PC

XTOR2A-WT-PC2=18W, 5000K, Summit White, 208-277V PC

XTOR3A-WT-PC2=26W, 5000K, Summit White, 208-277V PC

XTOR2A-N-WT=18W, 3500K, Summit White

XTOR3A-N-WT=26W, 3500K, Summit White

XTOR2A-N-PC1=18W, 3500K, 120V PC, Carbon Bronze

XTOR3A-N-PC1=26W, 3500K, 120V PC, Carbon Bronze

XTOR2A-N-PC2=18W, 3500K, 208-277V PC, Carbon Bronze

XTOR3A-N-PC2=26W, 3500K, 208-277V PC, Carbon Bronze

XTOR2A-N-WHT-PC1=18W, 3500K, Summit White, 120V PC

XTOR3A-N-WHT-PC1=26W, 3500K, Summit White, 120V PC

XTOR2A-N-WT-PC2=18W, 3500K, Summit White, 208-277V PC

XTOR3A-N-WT-PC2=26W, 3500K, Summit White, 208-277V PC

Eaton

F.T-N

Powering Business Worldwide

1121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.eaton.com/lighting

Specifications and
dimensions subject to
change without notice.
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Radrick Professional Building
Narrative Statement

This project is a ten thousand square foot (10,000 s.f.) professional office building
to be constructed on a 1.47 acre parcel on the northwest corner of Radrick Drive
and Gray Road. The parcel is located approximately one quarter mile north of a
major intersection at 146" Street and Gray Road. It is within the Bridgewater
Planned Unit Development. It is the intention of the owner to comply with all of
the requirements set forth in the PUD including building use, construction and
landscaping.

The structure will be one story, built of standard wood framing construction with
a wood trussed, sloping roof. It will be a rectangular shape, roughly one hundred
sixty feet long and sixty two feet deep. (160°x 62’) The exterior will be all
masonry, a combination of mostly red brick with stone accents around some of
the building offsets. The roof will be a commercial grade asphalt type shingle.
This type of construction will compliment the surrounding residential apartment
construction and low-rise commercial areas.

With technically three front yard areas, an abundance of landscaping is required

and will be provided to enhance the streetscape and buffer the parking areas. A

landscape buffer yard is required to the adjacent apartment structures which will
be built to the north.



